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Dutch Seam is a continuous standing seam panel with an integral 
seam.  With the lock and seam an integral part of the panel, there 
are no seam caps to install.  This prevents “blow-off” or “creeping” 
of the cap or seam.  Mechanical field seaming of the panel is not 
required.  Just snap the panel onto the previously installed panel, 
fasten the clip and the panel is in place.  The Dutch Seam is a 
structural panel and can be fastened directly to purlins or solid 
substrate.  The minimum slope requirement for a roof is 2:12.  A flat 
roof can be converted to the correct slope with the simple addition 
of a lightweight truss system (See ATA-Truss on page 29). Optional 
sealant is available.

SKU: MRD110, MRD150, MRD194
Material: .032, .040 aluminum 
 24, 22* ga. metallic coated steel   
  24* ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc (MRD110 Only) 
Panel Width: 11”, 15”, 19 1/4” 
 (Stiffening ribs standard, specify without ribs or with striations)

Panel Length:  Cut to customer specifications with a minimum of 2’-0”,
 maximum to transportation limitations and/or product and
 project design considerations
Seam Height: 1 1/2”
Texture: Embossed, Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear, Dark Bronze
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified 
Min. Slope: 2:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Dutch Seam®

METAL ROOFING SYSTEMS

The Eco-Seam panel is an economical, one-piece, positive-locking, 
standing seam panel.  There are no extra caps, strips or clips needed.  
Installation is accomplished by hooking the panel into the previous 
panel and fastening with mechanical fasteners through pre-punched 
holes to allow for expansion and contraction.  The fasteners are 
covered by the adjacent panel.  The positive locking action makes it 
virtually impossible for the panels to slide apart.

SKU:  ECO120, ECO160
Material: .032 aluminum 
 24 ga. metallic coated steel
Panel Width:  12”, 16”
Panel Length:   Cut to customer specifications with a minimum of  2’-0”, 

maximum of 20’-0” for aluminum and 25’-0” for steel
Seam Height:  1 1/4”
Texture: Smooth 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope:  3:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Global Reach with a Personal Touch
ATAS International, Inc.
• Leading manufacturer of sustainable building envelope products
• Exterior and interior applications
• Commercial and residential buildings
• Four manufacturing locations in the US
 o Allentown, PA (2)
 o Mesa, AZ
 o Maryville, TN
• Sister company – BRIGHTSMITH COATERS
 o Coil Coating and Laminating: Morrisville, PA
 o Post-Painting: Trenton, NJ

Quality
• International Quality System Standard
• ATAS facilities - certified to ISO 9001:2008 with design
• BRIGHTSMITH facilities - certified to ISO 9001:2008
• Ensures customer focus and continuous improvements
• Results in responsible company growth

Technical Support
• Design and development assistance
• Product specification guidance
• Detailing and application support

Education
• Wide variety of customer education programs
• Employee education is a high priority
• Experienced staff as educators
• Extensive industry involvement

Online Tools
• Visit atas.com to access tools, news, and up-to-date content
• Envisionator – Product and color visualizer
• Submittal builder
• Custom specification writer
• Interactive color chart
• Color chips request form
• Product installation videos

Discover the ATAS Difference: 
A reputation built on 50+ years of quality craftsmanship and 
knowledgeable staff.

Eco-SeamTMTable of Contents
METAL ROOFING SYSTEMS  3 - 11
        Standing Seam   3 - 6
        Batten Seam    6
        Curved Standing Seam Panels  7
        Shingles    8 - 10
        Tiles     10 - 11

METAL WALL PANELS   12 - 21
        Exposed Fastener   12 - 14
        Concealed Fastener   14 - 18
        Curved Panels   19
        Perforated Panels   20
        Mixed Application   21
        Metal Composite Material  21

SUSTAINABLE COMPONENTS  22 - 26
	 							Solar	Ready	&	Cool	Roofing	 	 22
        Above Sheathing Ventilation  22
           Transpired Solar Collector  23
        Insulated Metal Roof Panels  24
        Insulated Metal Wall Panels  24 - 26

CEILINGS AND SOFFITS   27
        Ceiling Systems   27 
	 							Soffit	 	 	 	 27

ARCHITECTURAL ACCENTS  28 - 29
        Column Covers   28 
        Rainware    28
        Elite Trims    29

LIGHT GAUGE FRAMING   29
        Structural Framing    29 
        Truss System   29

PERIMETER EDGE SYSTEMS  30 - 31
        Fascia    30  
        Coping    30
        Water Control   31
        Supplemental Edge Systems  31

COLOR CHART    32



2 WWW.ATAS.COM  |   610.395.8445    610.395.8445   |  WWW.ATAS.COM               3

Dutch Seam is a continuous standing seam panel with an integral 
seam.  With the lock and seam an integral part of the panel, there 
are no seam caps to install.  This prevents “blow-off” or “creeping” 
of the cap or seam.  Mechanical field seaming of the panel is not 
required.  Just snap the panel onto the previously installed panel, 
fasten the clip and the panel is in place.  The Dutch Seam is a 
structural panel and can be fastened directly to purlins or solid 
substrate.  The minimum slope requirement for a roof is 2:12.  A flat 
roof can be converted to the correct slope with the simple addition 
of a lightweight truss system (See ATA-Truss on page 29). Optional 
sealant is available.

SKU: MRD110, MRD150, MRD194
Material: .032, .040 aluminum 
 24, 22* ga. metallic coated steel   
  24* ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc (MRD110 Only) 
Panel Width: 11”, 15”, 19 1/4” 
 (Stiffening ribs standard, specify without ribs or with striations)

Panel Length:  Cut to customer specifications with a minimum of 2’-0”,
 maximum to transportation limitations and/or product and
 project design considerations
Seam Height: 1 1/2”
Texture: Embossed, Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear, Dark Bronze
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified 
Min. Slope: 2:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Dutch Seam®

METAL ROOFING SYSTEMS

The Eco-Seam panel is an economical, one-piece, positive-locking, 
standing seam panel.  There are no extra caps, strips or clips needed.  
Installation is accomplished by hooking the panel into the previous 
panel and fastening with mechanical fasteners through pre-punched 
holes to allow for expansion and contraction.  The fasteners are 
covered by the adjacent panel.  The positive locking action makes it 
virtually impossible for the panels to slide apart.

SKU:  ECO120, ECO160
Material: .032 aluminum 
 24 ga. metallic coated steel
Panel Width:  12”, 16”
Panel Length:   Cut to customer specifications with a minimum of  2’-0”, 

maximum of 20’-0” for aluminum and 25’-0” for steel
Seam Height:  1 1/4”
Texture: Smooth 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope:  3:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Global Reach with a Personal Touch
ATAS International, Inc.
• Leading manufacturer of sustainable building envelope products
• Exterior and interior applications
• Commercial and residential buildings
• Four manufacturing locations in the US
 o Allentown, PA (2)
 o Mesa, AZ
 o Maryville, TN
• Sister company – BRIGHTSMITH COATERS
 o Coil Coating and Laminating: Morrisville, PA
 o Post-Painting: Trenton, NJ

Quality
• International Quality System Standard
• ATAS facilities - certified to ISO 9001:2008 with design
• BRIGHTSMITH facilities - certified to ISO 9001:2008
• Ensures customer focus and continuous improvements
• Results in responsible company growth

Technical Support
• Design and development assistance
• Product specification guidance
• Detailing and application support

Education
• Wide variety of customer education programs
• Employee education is a high priority
• Experienced staff as educators
• Extensive industry involvement

Online Tools
• Visit atas.com to access tools, news, and up-to-date content
• Envisionator – Product and color visualizer
• Submittal builder
• Custom specification writer
• Interactive color chart
• Color chips request form
• Product installation videos

Discover the ATAS Difference: 
A reputation built on 50+ years of quality craftsmanship and 
knowledgeable staff.
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2  3/8” Field-Lok Panel
The Field-Lok, FLS Series, standing seam panel features a Triple-Lok 
design that has been proven to outperform all roof systems in testing 
for wind uplift resistance. The Field-Lok incorporates a “hooked in” 
standing seam with a double-folded design to resist seam failure 
between supports, inhibit sidelap unfurling or unzipping, and add 
structural integrity to the roof system. Installed with “floating” clips, 
Field-Lok accommodates for expansion and contraction of the roof 
system. Adjacent panels conceal the fasteners and clips. A power-
driven mechanical seamer is used to interlock the panels at the site. 
Field-Lok has the flat pan/vertical rib profile preferred by architects 
for superior performance with traditional appearance. Because of 
its strength, watertightness and aesthetics, Field-Lok meets the new 
stringent building codes and specifications and is suitable for a wide 
range of climatic conditions. The extra-high locked standing seam adds 
structural integrity to the roof system. Optional sealant is available.

SKU: FLS137, FLS180
Material: .032, .040 aluminum 
 24, 22* ga. metallic coated steel 
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
Panel Width: 13 ¾”, 18”
 (Stiffening ribs standard, specify without ribs or with striations)
Panel Length:   Cut to customer specifications with a minimum of 4’-0”, 

maximum to transportation limitations and/or product 
and project design considerations

Seam Height: 2 3/8” 
Texture:  Smooth, Embossed
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope: 1/2:12 
*Subject to minimum quantities and extended lead time. Inquire for material availability. 

1 ½” Field-Lok Panel
Installed with a sliding clip, the 1 1/2” Field-Lok panel is a non-
structural single-locked or double-locked roof panel. The FLM series 
is mechanically seamed in the field and provides the traditional 
appearance of standing seam. Plank ribs are standard. The FLM series 
may also be curved, with or without plank ribs. Contact ATAS for 
radius limitations. Optional sealant is available.

SKU:  FLM125, FLM165, FLM207, FLM999
Material:  .032, .040 aluminum 
 24, 22* ga. metallic coated steel 
 24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width: 12 1/2”, 16 1/2”, 20 ¾” 
 Custom widths available
 (Plank ribs standard, specify without)

Panel Length:  Cut to customer specifications with a minimum 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Seam Height: 1 1/2”  
Available: Tapered, Convex
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope:   2:12 depending on climate conditions
 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

2” Field-Lok Panel
The Field-Lok, FLR Series, standing seam panel is a mechanical field 
seamed panel system. The single-locked or double-locked structural 
panel can meet severe load requirements. For aesthetic reasons or 
personal preference, the Field-Lok FLR panels can be seamed with a 
single fold displaying a broader seam. The single fold meets the needs 
for a structural panel while providing the reliability of a weathertight 
roof. The panel system is installed with a sliding clip. Optional sealant 
is available.

SKU:  FLR154, FLR195, FLR999
Material: .032, .040 aluminum
 24, 22* ga. metallic coated steel
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width: 15 1/4”, 19 1/2”
 Custom  widths available
 (Plank ribs standard, specify without)

Panel Length:  Cut to customer specifications with a minimum of 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Seam Height:   2”
Available: Tapered
Texture:  Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Min. Slope: 1/2:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

1” Field-Lok Panel
The 1” Field-Lok Panel with a 1” high seam, FLL is a non-structural 
mechanically seamed single-locked or double-locked roof panel. FLL 
has passed industry performance tests in accordance with UL 580 
Class 90. It can be curved (FLX) for special accents, as well as over 
entrances and walkways. The panel system is installed with either a 
sliding or fixed clip. Optional sealant is available.

SKU:  FLL135, FLL175, FLL217, FLL999
Material:  .032, .040 aluminum
  24, 22* ga. metallic coated steel
 24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width:  13 1/2”, 17 1/2”, 21 ¾” 
 Custom widths available
 (Plank ribs standard, specify without)

Panel Length:   Cut to customer specifications with a minimum of 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Seam Height:  1”
Available: Tapered, Convex
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope:  2:12 depending on climate conditions
 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Curving Capabilities
Both 1 1/2” and 1” Field-Lok Panels can be curved. Contact ATAS for radius limitations. For aesthetic reasons or personal preference, 
the panel can be seamed with a single fold displaying a broader seam. Refer to Curved Field-Lok on page 7 for details. 

Field-LokTM Field-LokTM

METAL ROOFING SYSTEMS METAL ROOFING SYSTEMS
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2  3/8” Field-Lok Panel
The Field-Lok, FLS Series, standing seam panel features a Triple-Lok 
design that has been proven to outperform all roof systems in testing 
for wind uplift resistance. The Field-Lok incorporates a “hooked in” 
standing seam with a double-folded design to resist seam failure 
between supports, inhibit sidelap unfurling or unzipping, and add 
structural integrity to the roof system. Installed with “floating” clips, 
Field-Lok accommodates for expansion and contraction of the roof 
system. Adjacent panels conceal the fasteners and clips. A power-
driven mechanical seamer is used to interlock the panels at the site. 
Field-Lok has the flat pan/vertical rib profile preferred by architects 
for superior performance with traditional appearance. Because of 
its strength, watertightness and aesthetics, Field-Lok meets the new 
stringent building codes and specifications and is suitable for a wide 
range of climatic conditions. The extra-high locked standing seam adds 
structural integrity to the roof system. Optional sealant is available.

SKU: FLS137, FLS180
Material: .032, .040 aluminum 
 24, 22* ga. metallic coated steel 
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
Panel Width: 13 ¾”, 18”
 (Stiffening ribs standard, specify without ribs or with striations)
Panel Length:   Cut to customer specifications with a minimum of 4’-0”, 

maximum to transportation limitations and/or product 
and project design considerations

Seam Height: 2 3/8” 
Texture:  Smooth, Embossed
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope: 1/2:12 
*Subject to minimum quantities and extended lead time. Inquire for material availability. 

1 ½” Field-Lok Panel
Installed with a sliding clip, the 1 1/2” Field-Lok panel is a non-
structural single-locked or double-locked roof panel. The FLM series 
is mechanically seamed in the field and provides the traditional 
appearance of standing seam. Plank ribs are standard. The FLM series 
may also be curved, with or without plank ribs. Contact ATAS for 
radius limitations. Optional sealant is available.

SKU:  FLM125, FLM165, FLM207, FLM999
Material:  .032, .040 aluminum 
 24, 22* ga. metallic coated steel 
 24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width: 12 1/2”, 16 1/2”, 20 ¾” 
 Custom widths available
 (Plank ribs standard, specify without)

Panel Length:  Cut to customer specifications with a minimum 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Seam Height: 1 1/2”  
Available: Tapered, Convex
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope:   2:12 depending on climate conditions
 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

2” Field-Lok Panel
The Field-Lok, FLR Series, standing seam panel is a mechanical field 
seamed panel system. The single-locked or double-locked structural 
panel can meet severe load requirements. For aesthetic reasons or 
personal preference, the Field-Lok FLR panels can be seamed with a 
single fold displaying a broader seam. The single fold meets the needs 
for a structural panel while providing the reliability of a weathertight 
roof. The panel system is installed with a sliding clip. Optional sealant 
is available.

SKU:  FLR154, FLR195, FLR999
Material: .032, .040 aluminum
 24, 22* ga. metallic coated steel
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width: 15 1/4”, 19 1/2”
 Custom  widths available
 (Plank ribs standard, specify without)

Panel Length:  Cut to customer specifications with a minimum of 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Seam Height:   2”
Available: Tapered
Texture:  Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Min. Slope: 1/2:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

1” Field-Lok Panel
The 1” Field-Lok Panel with a 1” high seam, FLL is a non-structural 
mechanically seamed single-locked or double-locked roof panel. FLL 
has passed industry performance tests in accordance with UL 580 
Class 90. It can be curved (FLX) for special accents, as well as over 
entrances and walkways. The panel system is installed with either a 
sliding or fixed clip. Optional sealant is available.

SKU:  FLL135, FLL175, FLL217, FLL999
Material:  .032, .040 aluminum
  24, 22* ga. metallic coated steel
 24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width:  13 1/2”, 17 1/2”, 21 ¾” 
 Custom widths available
 (Plank ribs standard, specify without)

Panel Length:   Cut to customer specifications with a minimum of 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Seam Height:  1”
Available: Tapered, Convex
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope:  2:12 depending on climate conditions
 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Curving Capabilities
Both 1 1/2” and 1” Field-Lok Panels can be curved. Contact ATAS for radius limitations. For aesthetic reasons or personal preference, 
the panel can be seamed with a single fold displaying a broader seam. Refer to Curved Field-Lok on page 7 for details. 

Field-LokTM Field-LokTM

METAL ROOFING SYSTEMS METAL ROOFING SYSTEMS
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The PC Systems consist of three parts, the pan, a separate seam or 
batten, and clips. The seam is snapped over the clips concealing 
the fastening system. With the batten style, the system is installed 
with a spacer clip and is snapped in place. The PC systems are not 
structural panels and must be applied to a solid substrate. PC panels 
can be used for tapered and curved installations (curved available in 
standing seam only). 

PC Pan SKU:  PCP110, PCP120, PCP150, PCP999
PC Seam SKU: PCS114
PC Batten SKU: PCB001, PCB002
PC Copper SKU:  PCP147
Material:  .032 and .040 aluminum 
 24 ga. metallic coated steel
 16 oz. copper* (PCP147 only) 
Panel Width: 11 1/4”, 12 5/8”, 14 5/8”*, 15 1/4” 
 Custom widths available
 *Copper and Dark Bronze Anodized Only 

Panel Length:  Cut to customer specifications with a minimum of 2’-0”, 
maximum to transportation limits and/or product and 
project design considerations

Seam Height: Standing Seam 1”, 
 Batten Seam 1” x 1 1/2” and 2” x 1 1/2”
Available: Straight, Tapered, Convex or Concave
 (Convex or concave in standing seam only)
 Custom widths available
Texture:  Embossed, Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear, Dark Bronze 
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope:  3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

MonarchTM Batten Seam

Monarch is a “batten” style panel with an integral batten and seam. 
The batten seam and lock are an integral part of the panel, and a 
vertical “leg” is formed as an extra water barrier. A clip is hooked 
over the leg; this allows for the expansion of the system. The panels 
interlock with each other. All clips and fasteners required to install 
the panel are concealed with the batten of the consecutive panel. 
Continuous panel lengths eliminate cross seams. Easy one-piece 
installation lowers on-site labor cost, and there are no extra caps or 
strips to install. No special equipment is required to zip or seam the 
panels together. 

SKU:  MRB120, MRB160 
Material: .032, .040, .050* aluminum 
 24, 22*, ga. metallic coated steel   
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
Panel Width: 12”, 16” 
 (Stiffening ribs standard, specify without) 

Panel Length:    Cut to customer specifications with a minimum of 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Batten Height: 2” 
Texture:  Embossed, Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Anodized:  Clear, Dark Bronze
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified 
Min. Slope: 2:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Curved PC System (PCX, PCV) is a standing seam panel consisting of 
a snap-on-seam with concealed clip and fastener system. The panel 
comes in 11 1/4”, 12 5/8”, 14 5/8” (copper only) and 15 1/4” standard widths. 
Custom widths are available. The panel system can be curved in 
concave or convex styles. The batten seam style cannot be curved. 

Curved PC SKU:  PCX (convex)
 PCV (concave)
Material: .032 or .040 aluminum 
 24 ga. metallic coated steel
 16 oz. copper*
Panel Width: 11 1/4”, 12 5/8”, 14 5/8” *, 15 1/4” 
 *Copper and Dark Bronze Anodized Only 

Panel Length:  Cut to customer specifications with a minimum of 3’-0”, 
maximum to transportation limits and/or product and 
project design considerations

Seam Height: 1” (Batten not available)

Curve: Convex or Concave
Min. Radius: 2’-9” (PCX)
 4’-0” (PCV)
Texture: Embossed, Smooth 
Finish:   Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear, Dark Bronze 
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

PCTM System Curved Field-LokTM

Curved Field-Lok is a convex panel with concealed clip and fastener 
system. The mechanically field-locked seam gives increased 
weathertightness. This system is available in 1 1/2” and 1” seam heights, 
which can be curved without or with plank ribs. Contact ATAS for 
radius limitations. Optional sealant is available for all panels.

SKU: FLX
Material:  .032 aluminum 
 24, 22* ga. metallic coated steel
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating
 16, 20 oz. copper* 
Panel Width: 1” high: 13 1/2”, 17 1/2”, 21 ¾” 
 1 1/2” high: 12 1/2”, 16 1/2”, 20 ¾” 
 (plank ribs standard, specify without)
Panel Length:  Cut to customer specifications with a minimum of 4’-0”, 

maximum to transportation limitations and/or product and 
project design considerations

Seam Height: 1” or 1 1/2” 
Curve: Convex 
Min. Radius: 8’-0” (aluminum)
 12’-0” (steel)
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Accessories: A complete line of trims available in matching colors, gauge,  
 and finish or as specified
Min. Slope:  2:12 depending on climate conditions 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

1”,

METAL ROOFING SYSTEMS  METAL ROOFING SYSTEMS

PC System Cap Styles

Curved PCTM System
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The PC Systems consist of three parts, the pan, a separate seam or 
batten, and clips. The seam is snapped over the clips concealing 
the fastening system. With the batten style, the system is installed 
with a spacer clip and is snapped in place. The PC systems are not 
structural panels and must be applied to a solid substrate. PC panels 
can be used for tapered and curved installations (curved available in 
standing seam only). 

PC Pan SKU:  PCP110, PCP120, PCP150, PCP999
PC Seam SKU: PCS114
PC Batten SKU: PCB001, PCB002
PC Copper SKU:  PCP147
Material:  .032 and .040 aluminum 
 24 ga. metallic coated steel
 16 oz. copper* (PCP147 only) 
Panel Width: 11 1/4”, 12 5/8”, 14 5/8”*, 15 1/4” 
 Custom widths available
 *Copper and Dark Bronze Anodized Only 

Panel Length:  Cut to customer specifications with a minimum of 2’-0”, 
maximum to transportation limits and/or product and 
project design considerations

Seam Height: Standing Seam 1”, 
 Batten Seam 1” x 1 1/2” and 2” x 1 1/2”
Available: Straight, Tapered, Convex or Concave
 (Convex or concave in standing seam only)
 Custom widths available
Texture:  Embossed, Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear, Dark Bronze 
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope:  3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

MonarchTM Batten Seam

Monarch is a “batten” style panel with an integral batten and seam. 
The batten seam and lock are an integral part of the panel, and a 
vertical “leg” is formed as an extra water barrier. A clip is hooked 
over the leg; this allows for the expansion of the system. The panels 
interlock with each other. All clips and fasteners required to install 
the panel are concealed with the batten of the consecutive panel. 
Continuous panel lengths eliminate cross seams. Easy one-piece 
installation lowers on-site labor cost, and there are no extra caps or 
strips to install. No special equipment is required to zip or seam the 
panels together. 

SKU:  MRB120, MRB160 
Material: .032, .040, .050* aluminum 
 24, 22*, ga. metallic coated steel   
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating 
Panel Width: 12”, 16” 
 (Stiffening ribs standard, specify without) 

Panel Length:    Cut to customer specifications with a minimum of 4’-0”, 
maximum to transportation limitations and/or product and 
project design considerations

Batten Height: 2” 
Texture:  Embossed, Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Anodized:  Clear, Dark Bronze
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified 
Min. Slope: 2:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Curved PC System (PCX, PCV) is a standing seam panel consisting of 
a snap-on-seam with concealed clip and fastener system. The panel 
comes in 11 1/4”, 12 5/8”, 14 5/8” (copper only) and 15 1/4” standard widths. 
Custom widths are available. The panel system can be curved in 
concave or convex styles. The batten seam style cannot be curved. 

Curved PC SKU:  PCX (convex)
 PCV (concave)
Material: .032 or .040 aluminum 
 24 ga. metallic coated steel
 16 oz. copper*
Panel Width: 11 1/4”, 12 5/8”, 14 5/8” *, 15 1/4” 
 *Copper and Dark Bronze Anodized Only 

Panel Length:  Cut to customer specifications with a minimum of 3’-0”, 
maximum to transportation limits and/or product and 
project design considerations

Seam Height: 1” (Batten not available)

Curve: Convex or Concave
Min. Radius: 2’-9” (PCX)
 4’-0” (PCV)
Texture: Embossed, Smooth 
Finish:   Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear, Dark Bronze 
Accessories:  A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

PCTM System Curved Field-LokTM

Curved Field-Lok is a convex panel with concealed clip and fastener 
system. The mechanically field-locked seam gives increased 
weathertightness. This system is available in 1 1/2” and 1” seam heights, 
which can be curved without or with plank ribs. Contact ATAS for 
radius limitations. Optional sealant is available for all panels.

SKU: FLX
Material:  .032 aluminum 
 24, 22* ga. metallic coated steel
  24 ga. 55% Al-Zn alloy coated steel with acrylic coating
 16, 20 oz. copper* 
Panel Width: 1” high: 13 1/2”, 17 1/2”, 21 ¾” 
 1 1/2” high: 12 1/2”, 16 1/2”, 20 ¾” 
 (plank ribs standard, specify without)
Panel Length:  Cut to customer specifications with a minimum of 4’-0”, 

maximum to transportation limitations and/or product and 
project design considerations

Seam Height: 1” or 1 1/2” 
Curve: Convex 
Min. Radius: 8’-0” (aluminum)
 12’-0” (steel)
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Accessories: A complete line of trims available in matching colors, gauge,  
 and finish or as specified
Min. Slope:  2:12 depending on climate conditions 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

METAL ROOFING SYSTEMS  METAL ROOFING SYSTEMS

Curved PCTM System
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Standing Seam Shingles are elegant in their style and feature a 
four-way interlock to ensure weathertightness. These panels are 
installed with concealed fasteners from eave to ridge and over a 
solid substrate. Transverse seams are staggered to provide a historic 
standing seam appearance. The metal roof allows for snow and ice 
to slide off easily, preventing damage from freeze and thaw cycles. 
Typical applications for the Standing Seam Shingle are mansards, 
entryways, commercial and residential roofs with a minimum 
recommended slope of 4:12. 

SKU:  HSS164 (36”), HSS165 (60”) 
Material: .032 aluminum
 16 oz. copper*
Panel Size:  16” by 36” or 60” 
Texture:  Smooth 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Fasteners:  Concealed fasteners and clips 
Min. Slope: 4:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

CastleTop is a diamond-shaped flat metal shingle for a unique roof 
appearance. The shingles offer easy install from eave to ridge with 
concealed fasteners. An expanded polystyrene backer board gives 
strength to allow for light foot traffic during installation. In some 
cases, the shingles may be applied directly over the existing roof, 
eliminating the need for tear-off and disposal (subject to local codes). 
Different colors may be combined to create interesting patterns. 
CastleTop may be used for commercial or residential roof applications 
with a recommended minimum slope of 3:12. The shingle also is 
suitable for walls and mansards.

SKU:  HCT160
Material:   .032 aluminum
 .028 zinc*
 16 oz. copper*
Panel Size:  15 ¾” by 15 ¾”; actual coverage is 13 1/2” by 13 1/2” 
Texture: Embossed (aluminum only), Smooth (copper & zinc only)

Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors (aluminum only) 

 Custom colors available*
Anodized: Clear, Dark Bronze
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Fasteners: Concealed fasteners 
Min. Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Standing Seam ShingleTM CastleTop®

METAL ROOFING SYSTEMS

Rumba ShakeTM

Rumba Shake, a Bermuda style roof panel, is easily installed from eave 
to ridge with concealed fasteners and clips. It is lightweight, allowing 
for installation over an existing roof without the need for tear-off and 
disposal (subject to local codes). Typical applications for the Rumba 
Shake are roofs on either commercial or residential buildings with 
a minimum slope of 4:12. It is also suitable for walls and mansards. 
Optional sealant is available.

SKU:  HBS090 
Material:  .032, .040* aluminum
 24, 22* ga. metallic coated steel
  24, 22* 55% Al-Zn alloy coated steel with acrylic coating
  16 oz. copper*
Panel Size:  9”  coverage by 12’-0” or 20’-0” 
Texture:  Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Anodized:  Clear, Dark Bronze 
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Fasteners:  Concealed fasteners and clips 
Min. Slope: 4:12  
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Permashake panels simulate the look of wood grained shingles 
without the maintenance problems associated with such a roof. 
Metal shake panels have the advantage of fire resistance and will not 
warp or rot. Panels are installed from eave to ridge with concealed 
fasteners. Panels should be staggered for a natural appearance. 
The interlocking modules are fastened with an anchor clip and lock 
system. Typical applications for Permashake are decorative accents for 
mansards with a recommended minimum slope of 12:12 or greater.  
Typical applications for Permashake II are commercial or residential 
buildings with a minimum slope of 4:12. 

SKU:   HPS106 (Permashake), HPS300 (Permashake II)
Material:  .032 aluminum (HPS106 only)
 29 ga. metallic coated steel (HPS300 only)
Panel Size: 60” by 10” (Permashake)
 36” by 12” (Permashake II)
Texture:  Wood Grain
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  HPS106: Choice of over 30 stock colors
 HPS106: Custom colors available* 
 HPS300: Redwood, Forest Green, Slate Grey, Sierra Tan
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Fasteners: Concealed fasteners and clips 
Min. Slope: HPS106: 12:12 or greater for decorative accents
 HPS300: 4:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

PermashakeTM & PermashakeTM II
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Standing Seam Shingles are elegant in their style and feature a 
four-way interlock to ensure weathertightness. These panels are 
installed with concealed fasteners from eave to ridge and over a 
solid substrate. Transverse seams are staggered to provide a historic 
standing seam appearance. The metal roof allows for snow and ice 
to slide off easily, preventing damage from freeze and thaw cycles. 
Typical applications for the Standing Seam Shingle are mansards, 
entryways, commercial and residential roofs with a minimum 
recommended slope of 4:12. 

SKU:  HSS164 (36”), HSS165 (60”) 
Material: .032 aluminum
 16 oz. copper*
Panel Size:  16” by 36” or 60” 
Texture:  Smooth 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Fasteners:  Concealed fasteners and clips 
Min. Slope: 4:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

CastleTop is a diamond-shaped flat metal shingle for a unique roof 
appearance. The shingles offer easy install from eave to ridge with 
concealed fasteners. An expanded polystyrene backer board gives 
strength to allow for light foot traffic during installation. In some 
cases, the shingles may be applied directly over the existing roof, 
eliminating the need for tear-off and disposal (subject to local codes). 
Different colors may be combined to create interesting patterns. 
CastleTop may be used for commercial or residential roof applications 
with a recommended minimum slope of 3:12. The shingle also is 
suitable for walls and mansards.

SKU:  HCT160
Material:   .032 aluminum
 .028 zinc*
 16 oz. copper*
Panel Size:  15 ¾” by 15 ¾”; actual coverage is 13 1/2” by 13 1/2” 
Texture: Embossed (aluminum only), Smooth (copper & zinc only)

Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors (aluminum only) 

 Custom colors available*
Anodized: Clear, Dark Bronze
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Fasteners: Concealed fasteners 
Min. Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Standing Seam ShingleTM CastleTop®

METAL ROOFING SYSTEMS

Rumba ShakeTM

Rumba Shake, a Bermuda style roof panel, is easily installed from eave 
to ridge with concealed fasteners and clips. It is lightweight, allowing 
for installation over an existing roof without the need for tear-off and 
disposal (subject to local codes). Typical applications for the Rumba 
Shake are roofs on either commercial or residential buildings with 
a minimum slope of 4:12. It is also suitable for walls and mansards. 
Optional sealant is available.

SKU:  HBS090 
Material:  .032, .040* aluminum
 24, 22* ga. metallic coated steel
  24, 22* 55% Al-Zn alloy coated steel with acrylic coating
  16 oz. copper*
Panel Size:  9”  coverage by 12’-0” or 20’-0” 
Texture:  Smooth 
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Anodized:  Clear, Dark Bronze 
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Fasteners:  Concealed fasteners and clips 
Min. Slope: 4:12  
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Permashake panels simulate the look of wood grained shingles 
without the maintenance problems associated with such a roof. 
Metal shake panels have the advantage of fire resistance and will not 
warp or rot. Panels are installed from eave to ridge with concealed 
fasteners. Panels should be staggered for a natural appearance. 
The interlocking modules are fastened with an anchor clip and lock 
system. Typical applications for Permashake are decorative accents for 
mansards with a recommended minimum slope of 12:12 or greater.  
Typical applications for Permashake II are commercial or residential 
buildings with a minimum slope of 4:12. 

SKU:   HPS106 (Permashake), HPS300 (Permashake II)
Material:  .032 aluminum (HPS106 only)
 29 ga. metallic coated steel (HPS300 only)
Panel Size: 60” by 10” (Permashake)
 36” by 12” (Permashake II)
Texture:  Wood Grain
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors:  HPS106: Choice of over 30 stock colors
 HPS106: Custom colors available* 
 HPS300: Redwood, Forest Green, Slate Grey, Sierra Tan
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Fasteners: Concealed fasteners and clips 
Min. Slope: HPS106: 12:12 or greater for decorative accents
 HPS300: 4:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

PermashakeTM & PermashakeTM II

Coverage
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Techo Tile is a metal panel with a deep configuration in the form of an 
“S” or Spanish tile. The panel is installed vertically up the slope of the 
roof, with exposed fasteners and on a solid substrate. It is lightweight, 
allowing installation over an existing roof without the need for tear-
off and disposal (subject to local codes). Typical applications for Techo 
Tile are commercial and residential roofing with a recommended 
minimum slope of 3:12. The tile is also suitable for mansards. Techo 
Tile has the look of a clay tile roof without the problems associated 
with its care.

SKU:  SCT400
Material: .032 aluminum
Panel Width: 43” (39 ¾” coverage)
Panel Length:  Cut to customer specifications with a minimum of 1’-6 1/2”, 

maximum to transportation limitations and/or product and 
project design considerations

Texture: Glazed (Smooth), Traditional (Embossed) 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
  Custom colors available*
Accessories:   A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope: 3:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Techo Tile®

ScanRoof, a scalloped tile with a Northern European flair, is an 
easy-to-install metal roof panel. The panels are structural, practical 
and economically efficient for any project. ScanRoof is the ideal 
roof system to stand up against Mother Nature’s storms, typhoons, 
hurricanes, damaging winds and driving rains. The panel is installed 
horizontally, from eave to ridge. ScanRoof has a 2” high integral 
Z purlin allowing for air flow between the panel and substrate. It 
is lightweight, allowing installation over an existing roof without 
the need for tear-off and disposal (subject to local codes). Typical 
applications for ScanRoof are commercial and residential roofing 
with a recommended minimum slope of 3:12. It is also suitable for 
mansards.

SKU:  SCP163
Material: 24 ga. metallic coated steel
Coverage: 16 1/2” x 13’-2”  
Texture: Smooth 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: 26 stock colors (premium colors not recommended)
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Min.Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

ScanRoofTM

METAL ROOFING SYSTEMS

Advanta, a simulated dimensional shingle, is easily installed from eave to 
ridge with concealed fasteners. The shingle has prepunched direct fasten-
ing points with a four-way interlock for weathertightness. It is lightweight, 
allowing for installation over an existing roof without the need for tear-off 
and disposal (subject to local codes). Typical applications for Advanta are 
roofs on either commercial or residential buildings. It also is suitable for walls 
and mansards. 

SKU:  HAS300
Material:  29 ga. metallic coated steel
 16 oz. copper*
Panel Size:  12” by 36” exposed
Texture:  Embossed
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF 
Colors:  Standard colors:  Mission Red, Forest Green,  Char Brown (low
 gloss Classic Bronze), Sierra Tan, Slate Grey, Rocky Grey,
 Redwood, and Bone White
 Advanta® Americana Classic Series:  Nine stock colors (see
 below)
Accessories:  A complete line of trims available in matching colors, gauge,   
 and finish or as specified
Fasteners:  Concealed fasteners
Min. Slope:  3:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Advanta® Shingle

Advanta® Americana Classic Series*

*Colors are specific to Advanta Shingle only. For a list of ATAS’ standard colors, please refer to the 
back cover.

BEECH TREE (BT)

BAJA SLATE (BS)

ROCKY CLIFF (RC)

ASHELAND SLATE (AS)

DEEP GRANITE (DG) WEATHERED STONE (WN)             

QUARRY SLATE (QS) WILLOW SLATE (WS)

SHADED SPRUCE (SS)

Granutile is a simulated modular low tile panel with a unique 3-dimensional 
granular surface. The panel is installed ridge to eave and is easily stocked 
and handled. The panel is coated with crushed stone chips with an acrylic 
overglaze. Granutile can be used for reroofing or for new construction 
over a batten system. It is lightweight, allowing installation over an existing 
roof without the need of tear-off and disposal (subject to local codes). The 
airspace between the roof deck and panel increases the insulation value, 
consequently lowering utility bills. Typical applications for Granutile are com-
mercial and residential roofing with a recommended minimum slope of 3:12. 
The panel also is suitable for mansards.

SKU:  HGT144
Material:  Base metal is 26 ga. 55% Al-Zn alloy coated steel with AZ50 

metallic coating
Coverage:  43 ¾” x 14 1/2”; 4.4 sq. ft./panel
Granules:   Colored ground stone sealed with an acrylic overglaze
Colors:  10 stock colors (see below)
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope: 3:12

7 tile
design 
repeat

GranutileTM

*Colors are specific to Granutile only. For a list of ATAS’ standard colors, please refer to the back cover.

GRANITE (63) MIDNIGHT BLUE (65) MAHOGANY (61) FOREST GREEN (11) TIMBERWOOD (33)

SLATE (38) TERRA COTTA (32) WEATHERED WOOD (34) MISSION RED (08) CHARCOAL (62)

GranutileTM Colors*
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Techo Tile is a metal panel with a deep configuration in the form of an 
“S” or Spanish tile. The panel is installed vertically up the slope of the 
roof, with exposed fasteners and on a solid substrate. It is lightweight, 
allowing installation over an existing roof without the need for tear-
off and disposal (subject to local codes). Typical applications for Techo 
Tile are commercial and residential roofing with a recommended 
minimum slope of 3:12. The tile is also suitable for mansards. Techo 
Tile has the look of a clay tile roof without the problems associated 
with its care.

SKU:  SCT400
Material: .032 aluminum
Panel Width: 43” (39 ¾” coverage)
Panel Length:  Cut to customer specifications with a minimum of 1’-6 1/2”, 

maximum to transportation limitations and/or product and 
project design considerations

Texture: Glazed (Smooth), Traditional (Embossed) 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
  Custom colors available*
Accessories:   A complete line of trims available in matching colors, 

gauge, and finish or as specified
Min. Slope: 3:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Techo Tile®

ScanRoof, a scalloped tile with a Northern European flair, is an 
easy-to-install metal roof panel. The panels are structural, practical 
and economically efficient for any project. ScanRoof is the ideal 
roof system to stand up against Mother Nature’s storms, typhoons, 
hurricanes, damaging winds and driving rains. The panel is installed 
horizontally, from eave to ridge. ScanRoof has a 2” high integral 
Z purlin allowing for air flow between the panel and substrate. It 
is lightweight, allowing installation over an existing roof without 
the need for tear-off and disposal (subject to local codes). Typical 
applications for ScanRoof are commercial and residential roofing 
with a recommended minimum slope of 3:12. It is also suitable for 
mansards.

SKU:  SCP163
Material: 24 ga. metallic coated steel
Coverage: 16 1/2” x 13’-2”  
Texture: Smooth 
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: 26 stock colors (premium colors not recommended)
 Custom colors available*
Accessories:  A complete line of trims available in matching colors, gauge, 

and finish or as specified
Min.Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

ScanRoofTM

METAL ROOFING SYSTEMS

Advanta, a simulated dimensional shingle, is easily installed from eave to 
ridge with concealed fasteners. The shingle has prepunched direct fasten-
ing points with a four-way interlock for weathertightness. It is lightweight, 
allowing for installation over an existing roof without the need for tear-off 
and disposal (subject to local codes). Typical applications for Advanta are 
roofs on either commercial or residential buildings. It also is suitable for walls 
and mansards. 

SKU:  HAS300
Material:  29 ga. metallic coated steel
 16 oz. copper*
Panel Size:  12” by 36” exposed
Texture:  Embossed
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF 
Colors:  Standard colors:  Mission Red, Forest Green,  Char Brown (low
 gloss Classic Bronze), Sierra Tan, Slate Grey, Rocky Grey,
 Redwood, and Bone White
 Advanta® Americana Classic Series:  Nine stock colors (see
 below)
Accessories:  A complete line of trims available in matching colors, gauge,   
 and finish or as specified
Fasteners:  Concealed fasteners
Min. Slope:  3:12
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Advanta® Shingle

Advanta® Americana Classic Series*

*Colors are specific to Advanta Shingle only. For a list of ATAS’ standard colors, please refer to the 
back cover.

WEATHERED STONE (WN)             

QUARRY SLATE (QS) WILLOW SLATE (WS)

SHADED SPRUCE (SS)

Granutile is a simulated modular low tile panel with a unique 3-dimensional 
granular surface. The panel is installed ridge to eave and is easily stocked 
and handled. The panel is coated with crushed stone chips with an acrylic 
overglaze. Granutile can be used for reroofing or for new construction 
over a batten system. It is lightweight, allowing installation over an existing 
roof without the need of tear-off and disposal (subject to local codes). The 
airspace between the roof deck and panel increases the insulation value, 
consequently lowering utility bills. Typical applications for Granutile are com-
mercial and residential roofing with a recommended minimum slope of 3:12. 
The panel also is suitable for mansards.

SKU:  HGT144
Material:  Base metal is 26 ga. 55% Al-Zn alloy coated steel with AZ50 

metallic coating
Coverage:  43 ¾” x 14 1/2”; 4.4 sq. ft./panel
Granules:   Colored ground stone sealed with an acrylic overglaze
Colors:  10 stock colors (see below)
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified 
Min. Slope: 3:12

7 tile
design 
repeat

GranutileTM

*Colors are specific to Granutile only. For a list of ATAS’ standard colors, please refer to the back cover.

GRANITE (63) MIDNIGHT BLUE (65) MAHOGANY (61) FOREST GREEN (11) TIMBERWOOD (33)

SLATE (38) TERRA COTTA (32) WEATHERED WOOD (34) MISSION RED (08) CHARCOAL (62)

GranutileTM Colors*
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BelvedereTM

Belvedere wall panels are structural in nature and can be installed 
either on solid substrate or open framing. Belvedere Series is made up 
of four panels—7.2 “ Rib Panel, 6” Short Rib Panel, Grand R Panel, and 
PenumWall.

SKU: BWR360, BWK360, BWG390, BWS391
Material:  .032, .040 aluminum
 .050 aluminum (BWR360 & BWS391 only)
  24, 22*, 20* ga. metallic coated steel 

24, 22*, 20* ga. 55% Al-Zn alloy coated steel with 
acrylic coating 

Panel Width: 36”- 7.2” Rib-BWR360, Short Rib-BWK360
 39”-Grand R-BWG390, 
 39 3/8”- PenumWall-BWS391
Panel Length:  Cut to customer specifications with a standard min. 

of 6’-0”;  max. to transportation limitations and/or 
product and project design considerations

Panel Depth: 1 1/2”  (BWR360, BWK360, BWG390),
 1 1/4” (BWS391)
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Corrugated Panel

The Corrugated Panel is a traditional, economical wall or roof panel. 
It is installed horizontally or vertically with exposed fasteners. The 
panel is available in smooth or stucco embossed texture, depending 
on material. Ideal applications are walls, mansards and equipment 
screens.

SKU: BWC374
Material: .032, .040, .050 aluminum 
 24, 22*, 20* ga. metallic coated steel 
 24, 22*, 20* ga. 55% Al-Zn alloy coated steel   
 with acrylic coating  
 16, 20 oz. copper*
Panel Width: 37 1/4” 
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 7/8” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified  
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

METAL WALL PANELS

Wave Panel

The deep, non-symmetrical curves in the corrugated Wave Panel 
offer architects a fresh way to create interesting wall designs. This 
structural panel may be installed horizontally or vertically over solid 
substrate or open framing.

SKU: BWW400
Material:  .032 aluminum
  24 ga. metallic coated steel
Panel Width: 39 ¾”
Panel Length:  Cut to customer specifications with a min. of 

1’-6 1/2”;  max. to transportation limitations 
Panel Depth: 2” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified

 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

39 ¾ ” Coverage

Span WallTM

Span Wall is a structural wall panel that offers design freedom for all 
types of buildings. The panel can be installed horizontally or vertically 
on solid substrate or spaced framing. The texture is either smooth or 
embossed, depending on gauge of material. Typical applications for 
Span Wall are walls, equipment screens and mansards. 

SKU: BWS240 
Material: .032, .040, .050 aluminum 
 24, 22*, 20* ga. metallic coated steel
 24, 22*, 20* ga. 55% Al-Zn alloy coated steel  
 with acrylic coating
Panel Width: 24”
Panel Length:  Cut to customer specifications with 

a minimum of 6’-0”, maximum to 
transportation limitations and/or product 
and project design considerations

Panel Depth: 4”
Texture:  Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified 

*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 
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BelvedereTM

Belvedere wall panels are structural in nature and can be installed 
either on solid substrate or open framing. Belvedere Series is made up 
of four panels—7.2 “ Rib Panel, 6” Short Rib Panel, Grand R Panel, and 
PenumWall.

SKU: BWR360, BWK360, BWG390, BWS391
Material:  .032, .040 aluminum
 .050 aluminum (BWR360 & BWS391 only)
  24, 22*, 20* ga. metallic coated steel 

24, 22*, 20* ga. 55% Al-Zn alloy coated steel with 
acrylic coating 

Panel Width: 36”- 7.2” Rib-BWR360, Short Rib-BWK360
 39”-Grand R-BWG390, 
 39 3/8”- PenumWall-BWS391
Panel Length:  Cut to customer specifications with a standard min. 

of 6’-0”;  max. to transportation limitations and/or 
product and project design considerations

Panel Depth: 1 1/2”  (BWR360, BWK360, BWG390),
 1 1/4” (BWS391)
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Corrugated Panel

The Corrugated Panel is a traditional, economical wall or roof panel. 
It is installed horizontally or vertically with exposed fasteners. The 
panel is available in smooth or stucco embossed texture, depending 
on material. Ideal applications are walls, mansards and equipment 
screens.

SKU: BWC374
Material: .032, .040, .050 aluminum 
 24, 22*, 20* ga. metallic coated steel 
 24, 22*, 20* ga. 55% Al-Zn alloy coated steel   
 with acrylic coating  
 16, 20 oz. copper*
Panel Width: 37 1/4” 
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 7/8” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified  
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

METAL WALL PANELS

Wave Panel

The deep, non-symmetrical curves in the corrugated Wave Panel 
offer architects a fresh way to create interesting wall designs. This 
structural panel may be installed horizontally or vertically over solid 
substrate or open framing.

SKU: BWW400
Material:  .032 aluminum
  24 ga. metallic coated steel
Panel Width: 39 ¾”
Panel Length:  Cut to customer specifications with a min. of 

1’-6 1/2”;  max. to transportation limitations 
Panel Depth: 2” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified

 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

39 ¾ ” Coverage

Span WallTM

Span Wall is a structural wall panel that offers design freedom for all 
types of buildings. The panel can be installed horizontally or vertically 
on solid substrate or spaced framing. The texture is either smooth or 
embossed, depending on gauge of material. Typical applications for 
Span Wall are walls, equipment screens and mansards. 

SKU: BWS240 
Material: .032, .040, .050 aluminum 
 24, 22*, 20* ga. metallic coated steel
 24, 22*, 20* ga. 55% Al-Zn alloy coated steel  
 with acrylic coating
Panel Width: 24”
Panel Length:  Cut to customer specifications with 

a minimum of 6’-0”, maximum to 
transportation limitations and/or product 
and project design considerations

Panel Depth: 4”
Texture:  Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified 

*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 
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Design WallTM

The Design Wall System is a structural panel with optional louvered 
style venting. It consists of a 12” wide panel in two distinct profiles: a 
“flush” panel and a “board” panel. The “board” panel has an upside of 
6” that may extend in 1” increments. It may be installed horizontally or 
vertically. Typical applications for this panel are walls, soffits, fascia or 
equipment screens. 

SKU: DSF, DSH, DWF, DWH
Material: .032, .040, .050 aluminum
 24, 22*, 20* ga. metallic coated steel 
 24, 22* ga. 55% Al-Zn alloy coated steel with acrylic 
 coating 
Panel Width:  12” 
 (Stiffening ribs standard, specify without)

Panel Length:   Cut to customer specifications with a minimum of 
3’-0”,   maximum to transportation limitations and/or 

 product and project design considerations
Panel Depth: 1 ¾”  or 1 1/8” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Corra-Lok is a concealed fastener corrugated panel. Finally, there is 
a panel with the beauty of a corrugated line without the unsightly 
fasteners! Corra-Lok panels have a positive panel-to-panel interlock 
and can be combined with Metafor and the Multi-Purpose system for 
the ability to create interesting patterns and breaks. The fasteners are 
hidden by the consecutive panel. 

SKU: MFC160
Material: .032, .040, .050 aluminum 
 24, 22 ga. metallic coated steel
 24, 22* ga. 55% Al-Zn alloy coated steel with   
 acrylic coating
 16 oz. copper*
 .0197 classic & terne coated stainless steel*
Panel Width: 16 5/8”
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 7/8” 
Texture: Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Corra-LokTM MetaforTM

Metafor is a structural panel with a ribbed appearance and a 
concealed fastening system. The architectural ribbed panel has 4-up, 
4-down ribs.  The texture of the panel is either smooth or stucco 
embossed. Metafor may be installed horizontally or vertically.  This 
panel is lightweight, but it also is strong. It can be applied directly to 
solid decking or open framing. Typical applications for this panel are 
walls, ceilings, fascias, mansards, equipment screens and soffits. It 
may also be used for walkways, balconies, entrances and vestibules. 

SKU:  MFP120
Material: .032, .040, .050 aluminum
 16, 20 oz. copper*
 .0197 classic & terne coated stainless steel*
Panel Width: 12”
Panel Length:  Cut to customer specifications with a minimum of 

1’-6”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 5/8”
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Grand C & Grand V

The Grand C and Grand V panels provide a unique solution for today’s 
metal roofing and metal siding needs. Panels are designed for use 
over solid substrates or open framing with support members spaced 
a maximum of 24 inches on center. Typical applications include walls, 
fascias, mansards, equipment screens and some limited roofing with 
a minimum slope of 3:12. 

SKU:  BWF324 (Grand C), BWV320 (Grand V)
Material: .032 aluminum
Panel Width: 32 1/4” (Grand C), 32” (Grand V)
Panel Length:  Cut to customer specifications with a 

minimum of 6’-0”, maximum to 20’-0” 
Panel Height: 9/16”  (Grand C), 1/2” (Grand V)
Texture: Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized:  Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified 

Min. Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 



14 WWW.ATAS.COM  |   610.395.8445    610.395.8445   |  WWW.ATAS.COM               15METAL WALL PANELSMETAL WALL PANELS

Design WallTM

The Design Wall System is a structural panel with optional louvered 
style venting. It consists of a 12” wide panel in two distinct profiles: a 
“flush” panel and a “board” panel. The “board” panel has an upside of 
6” that may extend in 1” increments. It may be installed horizontally or 
vertically. Typical applications for this panel are walls, soffits, fascia or 
equipment screens. 

SKU: DSF, DSH, DWF, DWH
Material: .032, .040, .050 aluminum
 24, 22*, 20* ga. metallic coated steel 
 24, 22* ga. 55% Al-Zn alloy coated steel with acrylic 
 coating 
Panel Width:  12” 
 (Stiffening ribs standard, specify without)

Panel Length:   Cut to customer specifications with a minimum of 
3’-0”,   maximum to transportation limitations and/or 

 product and project design considerations
Panel Depth: 1 ¾”  or 1 1/8” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Corra-Lok is a concealed fastener corrugated panel. Finally, there is 
a panel with the beauty of a corrugated line without the unsightly 
fasteners! Corra-Lok panels have a positive panel-to-panel interlock 
and can be combined with Metafor and the Multi-Purpose system for 
the ability to create interesting patterns and breaks. The fasteners are 
hidden by the consecutive panel. 

SKU: MFC160
Material: .032, .040, .050 aluminum 
 24, 22 ga. metallic coated steel
 24, 22* ga. 55% Al-Zn alloy coated steel with   
 acrylic coating
 16 oz. copper*
 .0197 classic & terne coated stainless steel*
Panel Width: 16 5/8”
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 7/8” 
Texture: Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Corra-LokTM MetaforTM

Metafor is a structural panel with a ribbed appearance and a 
concealed fastening system. The architectural ribbed panel has 4-up, 
4-down ribs.  The texture of the panel is either smooth or stucco 
embossed. Metafor may be installed horizontally or vertically.  This 
panel is lightweight, but it also is strong. It can be applied directly to 
solid decking or open framing. Typical applications for this panel are 
walls, ceilings, fascias, mansards, equipment screens and soffits. It 
may also be used for walkways, balconies, entrances and vestibules. 

SKU:  MFP120
Material: .032, .040, .050 aluminum
 16, 20 oz. copper*
 .0197 classic & terne coated stainless steel*
Panel Width: 12”
Panel Length:  Cut to customer specifications with a minimum of 

1’-6”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 5/8”
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Grand C & Grand V

The Grand C and Grand V panels provide a unique solution for today’s 
metal roofing and metal siding needs. Panels are designed for use 
over solid substrates or open framing with support members spaced 
a maximum of 24 inches on center. Typical applications include walls, 
fascias, mansards, equipment screens and some limited roofing with 
a minimum slope of 3:12. 

SKU:  BWF324 (Grand C), BWV320 (Grand V)
Material: .032 aluminum
Panel Width: 32 1/4” (Grand C), 32” (Grand V)
Panel Length:  Cut to customer specifications with a 

minimum of 6’-0”, maximum to 20’-0” 
Panel Height: 9/16”  (Grand C), 1/2” (Grand V)
Texture: Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized:  Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified 

Min. Slope: 3:12 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 
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The variations of this profile start with the standing seam, to the 
batten style, to the plank and barn board. The texture is either smooth 
or stucco embossed. A slight “V” is formed into the plank or barn 
board for a variance of style. The Multi-Purpose Panels have a smooth 
but sleek appearance with a concealed clipless fastening system. 
Typical applications include walls, fascias, mansards, equipment 
screens and some limited roofing with a minimum slope of 3:12.

SKU: MPN, MPW, MPH, MPV, MPS
Material: .032, .040 aluminum 
 24, 22* ga. metallic coated steel
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width: 8”, 12”, 16” 
Panel Length:  Cut to customer specifications with a minimum of 

2’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 1 1/4”, 3/8” (MPS)
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Multi-PurposeTM Panels OpalineTM

The Opaline panel is a series of structural panels that can be installed 
on open framing and spans up to 2’-6” on center. It can be applied to a 
solid substrate, as well. It installs as a basic tongue and groove system 
with mechanical fasteners. The fasteners are hidden by the adjacent 
panel. Panels are available with smooth or stucco embossed texture. 
Ideal applications for Opaline are walls, vertical fascias, soffits, ceilings 
or sign bands, alternatives for E.I.F.S., laminated or extruded panels. The 
panel can be used in lieu of wide face flashing details.

SKU: OPF, OPM, OPN, OPW
Material: .032, .040 aluminum 
 24 ga. metallic coated steel
 16 oz. copper*
Panel Width: OPF: 4”, 6”, 8” panels with flush surface
 OPM:4 1/2” panel with three 1” wide ribs at              
 1 1/2”  o.c.
 OPN: 4”, 6”, 8” panels with 1” raised rib 
 OPW: 4 1/2”, 6 1/2”, 8 1/2” panels with 1/2” reveal   
Panel Length:  Cut to customer specifications with a 

minimum of 1’-6”, maximum to transportation 
limitations and/or product and project design 
considerations

Panel Depth: ¾”
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Rigid WallTM

Rigid Wall is a structural wall panel, with a dramatic shadow 
line created by the ribs. The panel can be installed vertically or 
horizontally with concealed fasteners over open framing or solid 
substrate. The direct fasteners eliminate the need for clips in the 
installation procedure, and provide savings on material and labor. 
Ideal applications are mansards, equipment screens and walls.

SKU:  MFR160 
Material: .032, .040, .050 aluminum
 24, 22, 20*, 18* ga. metallic coated steel 
  24, 22*, 20*, 18* ga. 55% Al-Zn alloy coated 
 steel with acrylic coating 
Panel Width: 16” with 1 5/8” ribs 
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/
or product and project design considerations

Panel Depth: 7/8” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Rigid  Wall  IITM

Rigid Wall II is a structural wall panel that retains the essence of the 
original version while providing design enhancements and 11 design 
options.  Available in widths of 16”, 12” and 8”, these structural panels 
can be installed vertically or horizontally with concealed fasteners. 
This mix-and-match family of panels can be combined in various 
patterns to create distinctive, eye-catching facades.  The locking seam 
is also compatible with Corra-Lok panels, providing the option to 
integrate the sharp-edge design of Rigid Wall II with the soft curves of 
Corra-Lok.

SKU:  MFN
Material: .032, .040, .050 aluminum
 24, 22, 20*, 18* ga. metallic coated steel 
  24, 22*, 20*, 18* ga. 55% Al-Zn alloy coated 
 steel with acrylic coating 
Panel Width: 8”, 12”, 16”
Panel Length:  Cut to customer specifications with 

a minimum of 2’-8”, maximum to 
transportation limitations and/or product 
and project design considerations

Panel Depth: 15/16” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified 

*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 
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The variations of this profile start with the standing seam, to the 
batten style, to the plank and barn board. The texture is either smooth 
or stucco embossed. A slight “V” is formed into the plank or barn 
board for a variance of style. The Multi-Purpose Panels have a smooth 
but sleek appearance with a concealed clipless fastening system. 
Typical applications include walls, fascias, mansards, equipment 
screens and some limited roofing with a minimum slope of 3:12.

SKU: MPN, MPW, MPH, MPV, MPS
Material: .032, .040 aluminum 
 24, 22* ga. metallic coated steel
 16, 20 oz. copper*
 .028 zinc*
 .0197 classic & terne coated stainless steel*
Panel Width: 8”, 12”, 16” 
Panel Length:  Cut to customer specifications with a minimum of 

2’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 1 1/4”, 3/8” (MPS)
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Multi-PurposeTM Panels OpalineTM

The Opaline panel is a series of structural panels that can be installed 
on open framing and spans up to 2’-6” on center. It can be applied to a 
solid substrate, as well. It installs as a basic tongue and groove system 
with mechanical fasteners. The fasteners are hidden by the adjacent 
panel. Panels are available with smooth or stucco embossed texture. 
Ideal applications for Opaline are walls, vertical fascias, soffits, ceilings 
or sign bands, alternatives for E.I.F.S., laminated or extruded panels. The 
panel can be used in lieu of wide face flashing details.

SKU: OPF, OPM, OPN, OPW
Material: .032, .040 aluminum 
 24 ga. metallic coated steel
 16 oz. copper*
Panel Width: OPF: 4”, 6”, 8” panels with flush surface
 OPM:4 1/2” panel with three 1” wide ribs at              
 1 1/2”  o.c.
 OPN: 4”, 6”, 8” panels with 1” raised rib 
 OPW: 4 1/2”, 6 1/2”, 8 1/2” panels with 1/2” reveal   
Panel Length:  Cut to customer specifications with a 

minimum of 1’-6”, maximum to transportation 
limitations and/or product and project design 
considerations

Panel Depth: ¾”
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Rigid WallTM

Rigid Wall is a structural wall panel, with a dramatic shadow 
line created by the ribs. The panel can be installed vertically or 
horizontally with concealed fasteners over open framing or solid 
substrate. The direct fasteners eliminate the need for clips in the 
installation procedure, and provide savings on material and labor. 
Ideal applications are mansards, equipment screens and walls.

SKU:  MFR160 
Material: .032, .040, .050 aluminum
 24, 22, 20*, 18* ga. metallic coated steel 
  24, 22*, 20*, 18* ga. 55% Al-Zn alloy coated 
 steel with acrylic coating 
Panel Width: 16” with 1 5/8” ribs 
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/
or product and project design considerations

Panel Depth: 7/8” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Rigid  Wall  IITM

Rigid Wall II is a structural wall panel that retains the essence of the 
original version while providing design enhancements and 11 design 
options.  Available in widths of 16”, 12” and 8”, these structural panels 
can be installed vertically or horizontally with concealed fasteners. 
This mix-and-match family of panels can be combined in various 
patterns to create distinctive, eye-catching facades.  The locking seam 
is also compatible with Corra-Lok panels, providing the option to 
integrate the sharp-edge design of Rigid Wall II with the soft curves of 
Corra-Lok.

SKU:  MFN
Material: .032, .040, .050 aluminum
 24, 22, 20*, 18* ga. metallic coated steel 
  24, 22*, 20*, 18* ga. 55% Al-Zn alloy coated 
 steel with acrylic coating 
Panel Width: 8”, 12”, 16”
Panel Length:  Cut to customer specifications with 

a minimum of 2’-8”, maximum to 
transportation limitations and/or product 
and project design considerations

Panel Depth: 15/16” 
Texture: Embossed, Smooth
Perforations Available: Yes
Finish:  Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in 

matching colors, gauge, and finish or as 
specified 

*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

MFN167

MFN160

MFN161

MFN163

MFN164

MFN165

MFN120

MFN121

MFN123

MFN080

MFN081



18 WWW.ATAS.COM  |   610.395.8445    610.395.8445   |  WWW.ATAS.COM               19METAL WALL PANELS  

Versa-SeamTM Versa-LokTM

Versa-Seam is a rainscreen style system that requires a waterproof 
building envelope behind it.  The panel forms architectural shadow 
lines in its horizontal installation and is available with three optional 
reveal or shadow line configurations and optional end folds. Stack or 
stagger panels for different aesthetics. Panels may also be installed 
vertically.

SKU: VSS080, VSS100, VSS120
Material: .032, .040 aluminum
 .028 zinc*
 16, 20 oz. copper*
 .0197 classic & terne coated stainless steel*
Panel Width: 8”, 10”, 12”
 Custom widths available
Panel Length:  Cut to customer specifications with a minimum of 

3’-0”, maximum of 20’-0”
Panel Depth: 1”
Texture:  Smooth, Embossed
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized:  Clear*, Dark Bronze*
Accessories:   A complete line of trims available in matching 

colors, gauge, and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Versa-Lok, a flat shingle style wall panel, creates classic rectangular 
shapes with its versatile mix-and-match sizes.  Versa-Lok sizes 
include: 12 by 36 inch (VSL123), 12 by 60 inch (VSL126), 16 by 36 inch 
(VSL163) and 16 by 60 inch (VSL166) applied horizontally and 36 by 
12 inch (VSL312), 60 by 12 inch (VSL612), 36 by 16 inch (VSL316) and 
60 by 16 inch (VSL616) applied vertically.  The panel installs right-
to-left starting at the bottom, and it utilizes concealed clips and 
fasteners to provide a metal shingle type application on a wall.

SKU: Horizontally oriented panel: VSL123 (12” Vert. x 36” Horiz.),   
 VSL126 (12” Vert. x 60” Horiz.), VSL163 (16” Vert. x 36” Horiz.),   
 VSL166 (16” Vert.  x 60” Horiz.)    
 Vertically oriented panel: VSL312 (36” Vert. x 12” Horiz.), VSL316  
 (36” Vert. x 16” Horiz.), VSL612 (60” Vert. x 12” Horiz.), VSL616 (60”  
 Vert. x 16” Horiz.)
Material: .032, .040 aluminum
 16, 20 oz. copper*
 1 mm zinc*
 .0197 classic & terne coated stainless steel* 
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available* 
Anodized:  Clear*, Dark Bronze*
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

METAL WALL PANELS

Curved Corrugated Panel

This panel has 37 1/4” wide coverage and can be curved convex, 
concave, horizontal or vertical. Convex and concave horizontal 
styles are machine curved. Vertical styles are simple wrap-arounds, 
overlapping or nesting at sides. Contact ATAS for horizontal curving 
applications.   

SKU: BWX374 (convex)
 BWV374 (concave)
Material:  .032, .040, .050 aluminum 
 24, 22*, 20* ga. metallic coated steel 
 24, 22*, 20* ga. 55% Al-Zn alloy coated steel   
 with acrylic coating 
Panel Width: 37 1/4”
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 7/8”
Curve: Convex or Concave
Minimum Radius: 10’-0”
Texture: Smooth, Embossed
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF 
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified  
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Arc-Metafor, (MFX120 & MFV120) is a 12” structural ribbed panel 
with the Wind-Lok™ fastening system in convex or concave form.  It 
is an architectural ribbed panel with 4-up, 4-down ribs.  The panel is 
available in .032 aluminum in over 30 stock colors, as well as clear and 
dark bronze anodized. The Arc-Metafor panel can be installed in a 
vertical or horizontal fashion.

SKU:  MFX120 (convex)
 MFV120 (concave)
Material: .032 aluminum
Panel Width: 12”
Panel Length:  Cut to customer specifications with a minimum of 

4’-0”, maximum to transportation limitations and/
or product and project design considerations

Panel Depth: 5/8”
Curve: Convex or Concave
Minimum Radius:  5’-9” (MFX)
 10’-0” (MFV)
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Arc-MetaforTM
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Versa-SeamTM Versa-LokTM

Versa-Seam is a rainscreen style system that requires a waterproof 
building envelope behind it.  The panel forms architectural shadow 
lines in its horizontal installation and is available with three optional 
reveal or shadow line configurations and optional end folds. Stack or 
stagger panels for different aesthetics. Panels may also be installed 
vertically.

SKU: VSS080, VSS100, VSS120
Material: .032, .040 aluminum
 .028 zinc*
 16, 20 oz. copper*
 .0197 classic & terne coated stainless steel*
Panel Width: 8”, 10”, 12”
 Custom widths available
Panel Length:  Cut to customer specifications with a minimum of 

3’-0”, maximum of 20’-0”
Panel Depth: 1”
Texture:  Smooth, Embossed
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized:  Clear*, Dark Bronze*
Accessories:   A complete line of trims available in matching 

colors, gauge, and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Versa-Lok, a flat shingle style wall panel, creates classic rectangular 
shapes with its versatile mix-and-match sizes.  Versa-Lok sizes 
include: 12 by 36 inch (VSL123), 12 by 60 inch (VSL126), 16 by 36 inch 
(VSL163) and 16 by 60 inch (VSL166) applied horizontally and 36 by 
12 inch (VSL312), 60 by 12 inch (VSL612), 36 by 16 inch (VSL316) and 
60 by 16 inch (VSL616) applied vertically.  The panel installs right-
to-left starting at the bottom, and it utilizes concealed clips and 
fasteners to provide a metal shingle type application on a wall.

SKU: Horizontally oriented panel: VSL123 (12” Vert. x 36” Horiz.),   
 VSL126 (12” Vert. x 60” Horiz.), VSL163 (16” Vert. x 36” Horiz.),   
 VSL166 (16” Vert.  x 60” Horiz.)    
 Vertically oriented panel: VSL312 (36” Vert. x 12” Horiz.), VSL316  
 (36” Vert. x 16” Horiz.), VSL612 (60” Vert. x 12” Horiz.), VSL616 (60”  
 Vert. x 16” Horiz.)
Material: .032, .040 aluminum
 16, 20 oz. copper*
 1 mm zinc*
 .0197 classic & terne coated stainless steel* 
Texture: Smooth
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available* 
Anodized:  Clear*, Dark Bronze*
Accessories:   A complete line of trims available in matching colors, gauge, 

and finish or as specified
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

METAL WALL PANELS

Curved Corrugated Panel

This panel has 37 1/4” wide coverage and can be curved convex, 
concave, horizontal or vertical. Convex and concave horizontal 
styles are machine curved. Vertical styles are simple wrap-arounds, 
overlapping or nesting at sides. Contact ATAS for horizontal curving 
applications.   

SKU: BWX374 (convex)
 BWV374 (concave)
Material:  .032, .040, .050 aluminum 
 24, 22*, 20* ga. metallic coated steel 
 24, 22*, 20* ga. 55% Al-Zn alloy coated steel   
 with acrylic coating 
Panel Width: 37 1/4”
Panel Length:  Cut to customer specifications with a minimum of 

6’-0”, maximum to transportation limitations and/or 
product and project design considerations

Panel Depth: 7/8”
Curve: Convex or Concave
Minimum Radius: 10’-0”
Texture: Smooth, Embossed
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF 
Colors: Choice of over 30 stock colors
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified  
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Arc-Metafor, (MFX120 & MFV120) is a 12” structural ribbed panel 
with the Wind-Lok™ fastening system in convex or concave form.  It 
is an architectural ribbed panel with 4-up, 4-down ribs.  The panel is 
available in .032 aluminum in over 30 stock colors, as well as clear and 
dark bronze anodized. The Arc-Metafor panel can be installed in a 
vertical or horizontal fashion.

SKU:  MFX120 (convex)
 MFV120 (concave)
Material: .032 aluminum
Panel Width: 12”
Panel Length:  Cut to customer specifications with a minimum of 

4’-0”, maximum to transportation limitations and/
or product and project design considerations

Panel Depth: 5/8”
Curve: Convex or Concave
Minimum Radius:  5’-9” (MFX)
 10’-0” (MFV)
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors 
 Custom colors available*
Anodized: Clear*, Dark Bronze*
Accessories:  A complete line of trims available in matching 

colors, gauge, and finish or as specified 
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Arc-MetaforTM
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SterraCoreTM

SterraCore metal composite material panels provide durable, eye-
catching fascias, soffits, canopies, and decorative towers for retail, 
schools, hospitals and high profile commercial projects. With over 30 
stock colors, you can successfully achieve a desired look that will have 
long lasting impact. Panels are non-absorbent and water insensitive; 
consequently, they carry a limited warranty for rot, swell, corrosion, 
or delamination. ATAS unique systems allow for an economically 
installed design. SterraCore panels provide highly decorative, easy 
to maintain, and very durable surface finishes for exterior wall 
conditions. The overall Clip & Seal installation system produces an 
exceptionally flat appearance.

SKU:  MAU999 
Material: .032 aluminum exterior skin
Panel Size: 48” x 96”, 120”, 144”
Texture: Embossed
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Anodized:  Clear
Accessories: A complete line of trims available in matching colors, gauge,  
 and finish or as specified.
Fasteners: Concealed fasteners
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

1-Piece, Tight-Fit Molding

2-Piece, Snap-Fit Molding

Clip & Seal

METAL WALL PANELS

Field Fabricated/Assembled Installation Systems:

Mix & Match

You can mix and match ATAS profiles several different ways. 

• Corra-Lok, Metafor, Rigid Wall II series and Multi-Purpose series 
all share the Wind-Lok® interlocking system which allows for the 
profiles to be mixed and matched. 

• Design Wall series, Opaline series and Versa-Seam series can be 
mixed within their own series only.  

• All ATAS profiles can be mixed and matched if separated with 
trim. 

• You can also achieve the mix and match look by using ATAS 
profiles in varied widths and colors.

Corra-Lok™ and Metafor™ Design Wall™  (DWF and DWH)

Metafor™  and Rigid Wall ll™ Multi-Purpose™ Panels (MPV and MPH)

Opaline™  (OPW and OPN) Rigid Wall ll™ (MFN160 and MFN161)

Gaten SeriesTM

ATAS offers numerous hole size and placement combinations. While 
standard rounds holes are the most economical, custom shapes 
and variations are available at an additional cost and with design 
limitations.
 
ATAS has a set of six “standard patterns” . The ATAS standard patterns 
are known to work for pre-painted aluminum coil or sheets. We have 
a history running these patterns which makes budgetary pricing 
available.

Perforated metal panels have several basic applications. The type 
or requirements of the perforation may dictate or determine the 
perforation pattern. 

• VENTILATION – Provides airflow
• ACOUSTICAL – Holes are used for sound dampening
• ARCHITECTURAL – Decorative application, signage, panel 

infills or ornamental contrast

PERFORATING CAPABILITIES
Most of the ATAS perforated panels can be used as equipment screens 
in a single source package:

• Engineering
• Structural hat and U 

sections
• Custom made framing
• Complete line of product 

profiles

• Six standard perforation 
patterns

• Corners and end caps
• Engineered coping caps
• All trims and flashings

EQUIPMENT SCREENS

• Belvedere Series
• Corrugated
• Grand R
• PenumWall
• 7.2” Rib Panel
• 6” Short Rib
• Span Wall
• Wave Panel

• Corra-Lok 
• Design Wall
• Metafor
• Multi-Purpose Panels
• Rigid Wall & Rigid Wall II
• Versa-Seam
• Opaline
• Grand C & Grand V

Perforated Panel Options:

ARCHITECTURAL

• Decorative applications
• Signage
• Panel infills
• Ornamental contrast
• Sun screen

Perforated panels offer flexibility and extensive design variations.

GATEN SERIESTM STANDARD PATTERNS

Custom patterns available. Inquire for details.
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SterraCoreTM

SterraCore metal composite material panels provide durable, eye-
catching fascias, soffits, canopies, and decorative towers for retail, 
schools, hospitals and high profile commercial projects. With over 30 
stock colors, you can successfully achieve a desired look that will have 
long lasting impact. Panels are non-absorbent and water insensitive; 
consequently, they carry a limited warranty for rot, swell, corrosion, 
or delamination. ATAS unique systems allow for an economically 
installed design. SterraCore panels provide highly decorative, easy 
to maintain, and very durable surface finishes for exterior wall 
conditions. The overall Clip & Seal installation system produces an 
exceptionally flat appearance.

SKU:  MAU999 
Material: .032 aluminum exterior skin
Panel Size: 48” x 96”, 120”, 144”
Texture: Embossed
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors
 Custom colors available* 
Anodized:  Clear
Accessories: A complete line of trims available in matching colors, gauge,  
 and finish or as specified.
Fasteners: Concealed fasteners
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

1-Piece, Tight-Fit Molding

2-Piece, Snap-Fit Molding

Clip & Seal

Dry Seal

Rout & Return

METAL WALL PANELS

Field Fabricated/Assembled Installation Systems:

Mix & Match

You can mix and match ATAS profiles several different ways. 

• Corra-Lok, Metafor, Rigid Wall II series and Multi-Purpose series 
all share the Wind-Lok® interlocking system which allows for the 
profiles to be mixed and matched. 

• Design Wall series, Opaline series and Versa-Seam series can be 
mixed within their own series only.  

• All ATAS profiles can be mixed and matched if separated with 
trim. 

• You can also achieve the mix and match look by using ATAS 
profiles in varied widths and colors.

Corra-Lok™ and Metafor™ Design Wall™  (DWF and DWH)

Metafor™  and Rigid Wall ll™ Multi-Purpose™ Panels (MPV and MPH)

Opaline™  (OPW and OPN) Rigid Wall ll™ (MFN160 and MFN161)

Gaten SeriesTM

ATAS offers numerous hole size and placement combinations. While 
standard rounds holes are the most economical, custom shapes 
and variations are available at an additional cost and with design 
limitations.
 
ATAS has a set of six “standard patterns” . The ATAS standard patterns 
are known to work for pre-painted aluminum coil or sheets. We have 
a history running these patterns which makes budgetary pricing 
available.

Perforated metal panels have several basic applications. The type 
or requirements of the perforation may dictate or determine the 
perforation pattern. 

• VENTILATION – Provides airflow
• ACOUSTICAL – Holes are used for sound dampening
• ARCHITECTURAL – Decorative application, signage, panel 

infills or ornamental contrast

PERFORATING CAPABILITIES
Most of the ATAS perforated panels can be used as equipment screens 
in a single source package:

• Engineering
• Structural hat and U 

sections
• Custom made framing
• Complete line of product 

profiles

• Six standard perforation 
patterns

• Corners and end caps
• Engineered coping caps
• All trims and flashings

EQUIPMENT SCREENS

• Corra-Lok 
• Design Wall
• Metafor
• Multi-Purpose Panels
• Rigid Wall & Rigid Wall II
• Versa-Seam
• Opaline
• Grand C & Grand V

Perforated Panel Options:

ARCHITECTURAL

• Decorative applications
• Signage
• Panel infills
• Ornamental contrast
• Sun screen

Perforated panels offer flexibility and extensive design variations.

GATEN SERIESTM STANDARD PATTERNS

Custom patterns available. Inquire for details.
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Energy Efficient Paint Coatings  
ATAS continues to offer  top quality 
paint systems. Our cool pigment paint 
reflects infrared radiation, allowing 
colors to resist chalking and fading, 
while maintaining cooler surface 
temperatures. 
The coatings are so cool that they meet 
national energy standards and guidelines. Many ATAS roofing products are 
ENERGY STAR® qualified, and they comply with the stringent California Title 
24 Building Energy Efficiency Standards. LEED® credits also can be acquired 
because the ATAS coatings meet the minimum required solar reflectance 
index value set by the U.S. Green Building Council. Additionally, metal roofs 
can contribute to earning LEED points beyond solar reflectance value; for 
instance, acquiring points for installing solar systems. ATAS has more than 
20 roofing profiles and over 30 standard colors.  Custom colors and natural 
finishes also are available. The combination of color with shingles, tiles, 
curved panels, standing seam, batten seam and other profiles brings to life 
eye-catching urban, rural, historical, contemporary and modern designs. 

Above Sheathing Ventilation
Another high performance option is called Above Sheathing Ventilation, 
or ASV, which is an air space between a roofing panel and the deck.  ATAS 
has manufactured panels that can incorporate ASV technology for many 
years in profiles such as Dutch Seam, Field-Lok, Granutile and Techo Tile. 
The combination of product design and installation method naturally 
creates an air space beneath the roofing. 

SUSTAINABLE COMPONENTS  SUSTAINABLE COMPONENTS

How it Works
The InSpire wall panel, a transpired solar collector, is mounted a few 
inches from the building’s outer wall. The precision-lanced micro 
perforations in the wall panels allow outside air to travel through the 
face of the panel. Solar heated air at the surface of the panel is drawn 
through the perforations where it rises between the two walls and 
enters the building’s central ventilation system or supply fan. 

1 1/4” 7 7/8”

39 3/8” Coverage

41 1/4” Overall

1 1/4” 7 7/8”

39 3/8” Coverage

41 1/4” Overall

BWS390

BWS392

Solar heated air is drawn through 
precision-lanced micro openings in 
the panel, into the chamber between 
panel and wall, and distributed 
through the building’s duct work

Sunlight strikes the surface of the 
InSpire solar air heating panel, 
which is mounted a few inches 
from the building’s outer wall

BWS390 panel with lanced micro perforations

Summer Usage
The InSpire wall panel helps to reduce the cooling load in the summer by 
preventing normal solar radiation from striking the building’s main wall. 
Hot air is thermally siphoned up the wall and vented through holes at 
the top of the system, leaving the main wall cooler. During the evening, 
bypass louvers allow cool fresh air to be drawn into the
building, maintaining indoor air quality.

Design Versatility
While the InSpire wall panel 
technology is readily available on 
our BWS wall panels, a number 
of additional ATAS panels and 
perforating options can be utilized 
to accommodate your design goals. 
Inquire for details.

InSpire and standard PenumWall
Horizontal application
Material: .032 aluminum
Color: Redwood

*Subject to minimum quantities and extended lead time. Inquire for material availability. 

ASV can be implemented in retrofits 
when metal roofing is installed over 
the previous roof system. In addition, 
new commercial and residential 
roofing projects can include ASV by 
specifying an appropriate air gap.

Additional ASV Benefits
• Reduce peak cooling demands in the summer.
• Limit unwanted moisture.
•  Negate heating penalties associated with cool roofing in the northern 

climates by using the air space as extra insulation in the winter months.

Sustainable Components

Solar Reflectance

Thermal Emittance

Solar Ready & Cool Roofing
With metal roofing profiles by ATAS, the solar capabilities are endless. Many ATAS metal roofing products are solar ready, giving homeowners and building 
owners the ability to make greener choices. Metal is the best selection for both crystalline and BIPV (building integrated photovoltaic) solar systems because, 
unlike other materials, metal offers the longest service life. When installing a crystalline system that typically is warranted for 25 years of power generation, a 
building owner is going to want a roofing substrate that has a greater life expectancy than that of the solar panels. Standing seam metal panels also provide 
a natural platform for attaching crystalline systems without any roof penetrations. ATAS offers roofing in aluminum, steel, zinc and copper. Metal is as natural 
of a material as you can get. It offers recyclability, strength, longevity, weather resistance and more. 

InSpire® 

SKU:  BWS390, BWS392
Material: .032 aluminum, .028 zinc*
Panel Width: 39 3/8”, 31 1/2” (zinc)
Panel Length: Cut to customer specifications with a minimum of   
 6’-0”, maximum of 40’-0”
Panel Depth:  1 1/4” 
Texture: Smooth with lanced micro perforations
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: To view our selection of solar efficient colors and   
 absorptivity rates, visit www.inspirewall.com  
Accessories: A complete line of trims available in matching colors,   
 gauge, and finish or as specified.
Fasteners: Exposed

• Heats fresh air
• Utilizes free solar energy 
• Lowers heating costs by $1.50- 
  $5.50 per sq. ft. of panel per year 
• Contributes toward potential      
  LEED® credits
• Destratification of indoor air
• Payback generally within 3-8  
  years 
• Favorable tax incentives 

Benefits

Dutch Seam roof panels with energy efficient paint coating
Dutch Seam roof panels with thin film PV solar
application (sold separately)
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Energy Efficient Paint Coatings  
ATAS continues to offer  top quality 
paint systems. Our cool pigment paint 
reflects infrared radiation, allowing 
colors to resist chalking and fading, 
while maintaining cooler surface 
temperatures. 
The coatings are so cool that they meet 
national energy standards and guidelines. Many ATAS roofing products are 
ENERGY STAR® qualified, and they comply with the stringent California Title 
24 Building Energy Efficiency Standards. LEED® credits also can be acquired 
because the ATAS coatings meet the minimum required solar reflectance 
index value set by the U.S. Green Building Council. Additionally, metal roofs 
can contribute to earning LEED points beyond solar reflectance value; for 
instance, acquiring points for installing solar systems. ATAS has more than 
20 roofing profiles and over 30 standard colors.  Custom colors and natural 
finishes also are available. The combination of color with shingles, tiles, 
curved panels, standing seam, batten seam and other profiles brings to life 
eye-catching urban, rural, historical, contemporary and modern designs. 

Above Sheathing Ventilation
Another high performance option is called Above Sheathing Ventilation, 
or ASV, which is an air space between a roofing panel and the deck.  ATAS 
has manufactured panels that can incorporate ASV technology for many 
years in profiles such as Dutch Seam, Field-Lok, Granutile and Techo Tile. 
The combination of product design and installation method naturally 
creates an air space beneath the roofing. 

SUSTAINABLE COMPONENTS  SUSTAINABLE COMPONENTS

How it Works
The InSpire wall panel, a transpired solar collector, is mounted a few 
inches from the building’s outer wall. The precision-lanced micro 
perforations in the wall panels allow outside air to travel through the 
face of the panel. Solar heated air at the surface of the panel is drawn 
through the perforations where it rises between the two walls and 
enters the building’s central ventilation system or supply fan. 

1 1/4” 7 7/8” 4 1/2” 1 5/8”
Exposed Side

Exposed Side

39 3/8” Coverage

41 1/4” Overall

1 1/4” 7 7/8” 4 1/2” 1 5/8”

39 3/8” Coverage

41 1/4” Overall

BWS390

BWS392

Solar heated air is drawn through 
precision-lanced micro openings in 
the panel, into the chamber between 
panel and wall, and distributed 
through the building’s duct work

Sunlight strikes the surface of the 
InSpire solar air heating panel, 
which is mounted a few inches 
from the building’s outer wall

BWS390 panel with lanced micro perforations

Summer Usage
The InSpire wall panel helps to reduce the cooling load in the summer by 
preventing normal solar radiation from striking the building’s main wall. 
Hot air is thermally siphoned up the wall and vented through holes at 
the top of the system, leaving the main wall cooler. During the evening, 
bypass louvers allow cool fresh air to be drawn into the
building, maintaining indoor air quality.

Design Versatility
While the InSpire wall panel 
technology is readily available on 
our BWS wall panels, a number 
of additional ATAS panels and 
perforating options can be utilized 
to accommodate your design goals. 
Inquire for details.

InSpire and standard PenumWall
Horizontal application
Material: .032 aluminum
Color: Redwood

*Subject to minimum quantities and extended lead time. Inquire for material availability. 

ASV can be implemented in retrofits 
when metal roofing is installed over 
the previous roof system. In addition, 
new commercial and residential 
roofing projects can include ASV by 
specifying an appropriate air gap.

Additional ASV Benefits
• Reduce peak cooling demands in the summer.
• Limit unwanted moisture.
•  Negate heating penalties associated with cool roofing in the northern 

climates by using the air space as extra insulation in the winter months.

Sustainable Components

Solar Reflectance

Thermal Emittance

Solar Ready & Cool Roofing
With metal roofing profiles by ATAS, the solar capabilities are endless. Many ATAS metal roofing products are solar ready, giving homeowners and building 
owners the ability to make greener choices. Metal is the best selection for both crystalline and BIPV (building integrated photovoltaic) solar systems because, 
unlike other materials, metal offers the longest service life. When installing a crystalline system that typically is warranted for 25 years of power generation, a 
building owner is going to want a roofing substrate that has a greater life expectancy than that of the solar panels. Standing seam metal panels also provide 
a natural platform for attaching crystalline systems without any roof penetrations. ATAS offers roofing in aluminum, steel, zinc and copper. Metal is as natural 
of a material as you can get. It offers recyclability, strength, longevity, weather resistance and more. 

InSpire® 

SKU:  BWS390, BWS392
Material: .032 aluminum, .028 zinc*
Panel Width: 39 3/8”, 31 1/2” (zinc)
Panel Length: Cut to customer specifications with a minimum of   
 6’-0”, maximum of 40’-0”
Panel Depth:  1 1/4” 
Texture: Smooth with lanced micro perforations
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: To view our selection of solar efficient colors and   
 absorptivity rates, visit www.inspirewall.com  
Accessories: A complete line of trims available in matching colors,   
 gauge, and finish or as specified.
Fasteners: Exposed

• Heats fresh air
• Utilizes free solar energy 
• Lowers heating costs by $1.50- 
  $5.50 per sq. ft. of panel per year 
• Contributes toward potential      
  LEED® credits
• Destratification of indoor air
• Payback generally within 3-8  
  years 
• Favorable tax incentives 

• Reduces incoming drafts 
• Reduces “sick building      
  syndrome”
• Converts up to 80% of solar     
  energy 
• Recaptures heat loss through  
  building wall
• Beneficial in summer 
• Ideal for commercial and     
  industrial buildings

Benefits

Dutch Seam roof panels with energy efficient paint coating
Dutch Seam roof panels with thin film PV solar
application (sold separately)
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Isoleren IM
Isoleren IM is a flat, heavily embossed profile that provides the look 
of a richly textured masonry stucco wall.  Combining performance, 
flexibility and aesthetics makes Isoleren IM an excellent architectural 
panel. 

SKU:  IIM422, IIM421, IIM423, IIM424, IIM362, IIM361,   
 IIM363, IIM364, IIM302, IIM301, IIM303, IIM304
Exterior Profile:  Isoleren IM
Exterior Gauge: 26, 24 
Coverage Width (B):  42, 36, and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Troweled Embossed
Standard Lengths: 8’-0” to 40’-0” 

PANEL CROSS-SECTION

PANEL CROSS-SECTION

Insulated Metal Panels

Isoleren ST
Isoleren ST is a flat, embossed wall profile that provides a soft, 
textured stucco look that will create warmth and style when a non-
lined profile appearance is desired.  

SKU:  IST362, IST361, IST363, IST364, IST302, IST301,   
 IST303, IST304
Exterior Profile:  Isoleren ST
Available Reveal:  1.25-inch
Exterior Gauge: 22  
Coverage Width (B):  36 and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Embossed   
Standard Lengths: 8’-0” to 32’-0” 

Isoleren ML
Isoleren ML is a lightly corrugated, ribbed profile for use in a wide 
variety of exterior wall or interior partition wall applications.  

SKU:  IML422, IML421, IML423, IML424, IML425, 
 IML426, IML362, IML361, IML363, IML364,    
 IML365, IML366
Exterior Profile:  Isoleren ML
Exterior Gauge: 26, 24, 22 
Coverage Width (B):  42 and 36-inch
Thickness (A):  2, 2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 53’-0” 

PANEL CROSS-SECTION

Isoleren SL
Isoleren SL is the most dramatic, fluted insulated metal panel which 
provides a deep, rich, shadowing appearance that enhances the 
profile’s bold lines.

SKU:  ISL422, ISL421, ISL423, ISL424, ISL425, ISL426
Exterior Profile:  Isoleren SL
Exterior Gauge: 26, 24, 22 
Coverage Width (B):  42-inch
Thickness (A):  2, 2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 53’-0” 

PANEL CROSS-SECTION

Insulated Metal Panels

Isoleren IN
Isoleren IN is a flat, smooth, highly architectural panel reserved for 
wall applications that demand a bold, clean and sophisticated look.  
Isoleren IN will intensify the appearance of any building.  

SKU:  IIN362, IIN361, IIN363, IIN364, IIN302, IIN301, IIN303,  
 IIN304 
Exterior Profile:  Isoleren IN
Available Reveal:  1.25-inch
Exterior Gauge: 22 
Coverage Width (B):  36 and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Smooth 
Standard Lengths: 8’-0” to 32’-0” 

PANEL CROSS-SECTION

WALL PANEL SIDELAP

Isoleren Overview
All of the Isoleren panels, excluding Isoleren Fire-Rated, share the 
following specifications:

Interior Profile:  Isoleren ML 
Interior Gauge:  26, 24, 22 
Substrate:  Galvalume®, G90 Galvanized and Stainless 

Steel 
Exterior Finish:  KYNAR 500® PVDF or HYLAR 5000® PVDF,   
 standard gloss (Isoleren RL only) & low gloss
Interior Finish: Polyester, standard gloss (USDA White) 
Interior Texture:  Embossed or Smooth
Core: Continuously poured-in-place,    
 polyisocyanurate, insulating foam 
K Factor:  0.138 Btu-in/hr-ft²-F° @ 75° F mean   
 temperature (R-7.25)
 0.129 Btu-in/hr-ft²-F° @ 35° F mean   
 temperature (R-7.75) 
Weight, Insulation:  2.50 pounds per cubic foot (nominal)
Weight, Steel:  2.00 pounds per square foot (nominal)

COLORS*

CHAMPAGNE

*Colors are specific to Insulated Metal Panels only. For a list of ATAS’ standard 
colors, please refer to the back cover

REGAL WHITE II LIGHT STONE GRAY STONE

Standard Siliconized Polyester Roof & Wall Colors
(In-Stock, Standard Colors)

REGAL WHITE I

Standard Polyester
(Interior Only)

REGAL WHITE III ALMOND SANDSTONE ASH GRAY

PATINA GREEN SURREY BEIGE ROMAN BLUE

Standard Fluropon PVDF Roof & Wall Colors
(In-Stock, Low Gloss for Wall Applications, Standard Gloss for Roof Applications)

Premium Metallics

TEXAS SILVER LEADCOAT
WEATHERED 
GALVALUME

COPPER PENNY

(Special Colors, Not In-Stock, Additional Costs Will Apply)

Isoleren RL 
Isoleren RL provides the look of a standing seam metal roof with 
the added benefits of thermal performance, building efficiency and 
durability.  Isoleren RL will provide sustainability and aesthetics to 
your building for many years to come.

SKU:  IRL421, IRL423, IRL424, IRL425 
Exterior Profile:  Isoleren RL
Rib Type:  2.375” tall, tee-shaped rib with separate batten 
Attachment:  Mechanically seamed rib with clip
Exterior Gauge: 26, 24, 22  
Coverage Width (B):  42-inch
Thickness (A):  2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Smooth 
Standard Lengths: 12’-0” to 53’-0”
Min. Slope: 1/2: 12

PANEL CROSS-SECTION

PANEL SIDELAP
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ATAS is redefining cool with its cool metal 
roofing products and capabilities. Many options 
are available to create roofs for residential and 
commercial construction with customized cool 
components.
These options include:

Isoleren IM
Isoleren IM is a flat, heavily embossed profile that provides the look 
of a richly textured masonry stucco wall.  Combining performance, 
flexibility and aesthetics makes Isoleren IM an excellent architectural 
panel. 

SKU:  IIM422, IIM421, IIM423, IIM424, IIM362, IIM361,   
 IIM363, IIM364, IIM302, IIM301, IIM303, IIM304
Exterior Profile:  Isoleren IM
Exterior Gauge: 26, 24 
Coverage Width (B):  42, 36, and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Troweled Embossed
Standard Lengths: 8’-0” to 40’-0” 

PANEL CROSS-SECTION

PANEL CROSS-SECTION

Insulated Metal Panels

Isoleren ST
Isoleren ST is a flat, embossed wall profile that provides a soft, 
textured stucco look that will create warmth and style when a non-
lined profile appearance is desired.  

SKU:  IST362, IST361, IST363, IST364, IST302, IST301,   
 IST303, IST304
Exterior Profile:  Isoleren ST
Available Reveal:  1.25-inch
Exterior Gauge: 22  
Coverage Width (B):  36 and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Embossed   
Standard Lengths: 8’-0” to 32’-0” 

Isoleren ML
Isoleren ML is a lightly corrugated, ribbed profile for use in a wide 
variety of exterior wall or interior partition wall applications.  

SKU:  IML422, IML421, IML423, IML424, IML425, 
 IML426, IML362, IML361, IML363, IML364,    
 IML365, IML366
Exterior Profile:  Isoleren ML
Exterior Gauge: 26, 24, 22 
Coverage Width (B):  42 and 36-inch
Thickness (A):  2, 2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 53’-0” 

PANEL CROSS-SECTION

Isoleren SL
Isoleren SL is the most dramatic, fluted insulated metal panel which 
provides a deep, rich, shadowing appearance that enhances the 
profile’s bold lines.

SKU:  ISL422, ISL421, ISL423, ISL424, ISL425, ISL426
Exterior Profile:  Isoleren SL
Exterior Gauge: 26, 24, 22 
Coverage Width (B):  42-inch
Thickness (A):  2, 2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 53’-0” 

PANEL CROSS-SECTION

Insulated Metal Panels

Isoleren IN
Isoleren IN is a flat, smooth, highly architectural panel reserved for 
wall applications that demand a bold, clean and sophisticated look.  
Isoleren IN will intensify the appearance of any building.  

SKU:  IIN362, IIN361, IIN363, IIN364, IIN302, IIN301, IIN303,  
 IIN304 
Exterior Profile:  Isoleren IN
Available Reveal:  1.25-inch
Exterior Gauge: 22 
Coverage Width (B):  36 and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Smooth 
Standard Lengths: 8’-0” to 32’-0” 

PANEL CROSS-SECTION

WALL PANEL SIDELAP

Isoleren Overview
All of the Isoleren panels, excluding Isoleren Fire-Rated, share the 
following specifications:

Interior Profile:  Isoleren ML 
Interior Gauge:  26, 24, 22 
Substrate:  Galvalume®, G90 Galvanized and Stainless 

Steel 
Exterior Finish:  KYNAR 500® PVDF or HYLAR 5000® PVDF,   
 standard gloss (Isoleren RL only) & low gloss
Interior Finish: Polyester, standard gloss (USDA White) 
Interior Texture:  Embossed or Smooth
Core: Continuously poured-in-place,    
 polyisocyanurate, insulating foam 
K Factor:  0.138 Btu-in/hr-ft²-F° @ 75° F mean   
 temperature (R-7.25)
 0.129 Btu-in/hr-ft²-F° @ 35° F mean   
 temperature (R-7.75) 
Weight, Insulation:  2.50 pounds per cubic foot (nominal)
Weight, Steel:  2.00 pounds per square foot (nominal)

COLORS*

CHAMPAGNE

*Colors are specific to Insulated Metal Panels only. For a list of ATAS’ standard 
colors, please refer to the back cover

GRAY STONE

Standard Siliconized Polyester Roof & Wall Colors
(In-Stock, Standard Colors)

Standard Polyester

SANDSTONE ASH GRAY

ROMAN BLUE

Standard Fluropon PVDF Roof & Wall Colors
(In-Stock, Low Gloss for Wall Applications, Standard Gloss for Roof Applications)

Premium Metallics

WEATHERED 
GALVALUME

(Special Colors, Not In-Stock, Additional Costs Will Apply)

Isoleren RL 
Isoleren RL provides the look of a standing seam metal roof with 
the added benefits of thermal performance, building efficiency and 
durability.  Isoleren RL will provide sustainability and aesthetics to 
your building for many years to come.

SKU:  IRL421, IRL423, IRL424, IRL425 
Exterior Profile:  Isoleren RL
Rib Type:  2.375” tall, tee-shaped rib with separate batten 
Attachment:  Mechanically seamed rib with clip
Exterior Gauge: 26, 24, 22  
Coverage Width (B):  42-inch
Thickness (A):  2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Smooth 
Standard Lengths: 12’-0” to 53’-0”
Min. Slope: 1/2: 12

PANEL CROSS-SECTION

PANEL SIDELAP
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Linear CeilingTM

The Linear Ceiling system is available in two distinct profiles: round 
edge or a square box with or without filler strips.  Each profile has 
a choice of three widths that are interchangeable due to the 4” 
increments of the carrier system.  The three ceiling widths provide 
coverages of 4”, 8” and 12”. 

Box Style SKU: LCB338, LCB738, LCB120 
Round Edge SKU: LCR338, LCR738, LCR120
Material: .019, .024, .032 aluminum 
Panel Width: 3 3/8”, 7 3/8”, or 11 3/8” 
Panel Length:  Cut to customer specifications with a minimum of 

4’-0” and a maximum of 45’-0”
Panel Depth: 5/8” 
Texture: Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF,
 polyester, mirrored, or laminate
Colors: Choice of over 30  stock colors in .032
 aluminum; .019 and .024 aluminum available 
 in Bone White with Kynar 500® PVDF or Hylar 
 5000® PVDF finish
 Custom colors available*
Anodized: Clear, Dark Bronze 
Accessories:  Suspended carrier, flush or recessed filler strips
 A complete line of trims available
 
Carrier
Metal: aluminum
Gauge: .040
Length: Standard 12’
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Filler Strips
Metal: aluminum
Gauge: .019 
Colors: Black, Bone White

Wind-Lok® Soffit Panel

Vented Wind-Lok Soffit Panels allow air circulation, reducing 
condensation. They are installed by the field-proven “hook, pull 
and fasten” system, which allows for quick and easy installation 
with concealed fasteners. Panels may be solid or vented. Typical 
applications for Wind-Lok are wide overhangs and ceilings on 
porches, breezeways, carports and patios. 

SKU:  MPS120, MPV120 
Material: .019, .024, .032 aluminum 
Panel Width: 12”
Panel Length:  Standard length is 12’-0”, special lengths are available with a 

8’-0” minimum, maximum 25’-0”
Panel Depth: 3/8” 
Texture: Embossed, Smooth, Vented
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors in .032 aluminum;  .019   
 aluminum in Black and Bone White only; .024 aluminum in
 Bone White only
 Custom colors available*
Anodized:  Clear, Dark Bronze (MPS120 only)
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

CEILINGS AND SOFFITS

ADDITIONAL SOFFIT OPTIONS:
FLUSH

DESIGN WALL, DSF

DESIGN WALL, DWF

OPALINE, OPF

REVEAL

Isoleren Fire Rated
ATAS fire rated wall panels combine aesthetics, flexibility and 
performance into a mineral wool core insulated panel that can 
achieve fire resistance ratings of one, two or three hours.

SKU:  IMF474, IMF475, IMF476, IMF478, IMF471, IMF472,   
 IVF474, IVF475, IVF476, IVF478, IVF471, IVF472, 
 ISF474, ISF475, ISF476, ISF478, ISF471, ISF472
Exterior Profile:  Isoleren MF, VF, SF
Interior Profile:  Isoleren ML 
Exterior Gauge: 26 (0.020”), 24 (0.023”) 
Interior Gauge:  26 (0.020”)
Substrate: Galvalume®, G90 Galvanized (Grade 33) and   
 Stainless Steel (Type 304)
Exterior Finish:  1.0 mil thick KYNAR 500®
Interior Finish: Siliconized Polyester (USDA white), Plastisol   
 available 
Coverage Width (B):  47.375-inch
Thickness (A):  4, 5, 6, 8, 10, and 12-inch
Exterior Texture:  Embossed
Interior Texture:  Embossed
Core: ROXUL® ConRock L structural mineral wool
K Factor:  0.277 Btu-in/hr-ft²/F° @ 40° F mean    
 temperature (R-3.61)
Splines: Fiber-reinforced cement board (1/2” x 2-3/4” x   
 8’ long)
Available Lengths:  Minimum 8’-0” to maxium 30’-0”; over 30’-0”,   
 please inquire 

PANEL CROSS-SECTION
PANEL SIDELAP

Insulated Metal Panels

Isoleren WL
Isoleren WL is a striated profile that appears relatively flat, yet 
provides texture to enhance the functionality and aesthetics of this 
multi-use wall panel.  

SKU:  IWL422, IWL421, IWL423, IWL362, IWL361,   
 IWL363, IWL364, IWL302, IWL301, IWL303,   
 IWL304
Exterior Profile:  Isoleren WL
Exterior Gauge: 24, 22
Coverage Width (B):  42, 36, and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 40’-0” 

PANEL CROSS-SECTION

Isoleren VL
Isoleren VL provides a clean and unique profile with a pencil rib or 
micro-bead profile on a flat smooth surface.  

SKU:  IVL422, IVL421, IVL423, IVL424, IVL425, IVL426,   
 IVL362, IVL361, IVL363, IVL364, IVL365, IVL366
Exterior Profile:  Isoleren vL
Exterior Gauge: 26, 24, 22 
Coverage Width (B):  42 and 36-inch
Thickness (A):  2, 2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 53’-0” 

PANEL CROSS-SECTION
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Linear CeilingTM

The Linear Ceiling system is available in two distinct profiles: round 
edge or a square box with or without filler strips.  Each profile has 
a choice of three widths that are interchangeable due to the 4” 
increments of the carrier system.  The three ceiling widths provide 
coverages of 4”, 8” and 12”. 

Box Style SKU: LCB338, LCB738, LCB120 
Round Edge SKU: LCR338, LCR738, LCR120
Material: .019, .024, .032 aluminum 
Panel Width: 3 3/8”, 7 3/8”, or 11 3/8” 
Panel Length:  Cut to customer specifications with a minimum of 

4’-0” and a maximum of 45’-0”
Panel Depth: 5/8” 
Texture: Smooth
Perforations Available: Yes
Finish: Kynar 500® PVDF or Hylar 5000® PVDF,
 polyester, mirrored, or laminate
Colors: Choice of over 30  stock colors in .032
 aluminum; .019 and .024 aluminum available 
 in Bone White with Kynar 500® PVDF or Hylar 
 5000® PVDF finish
 Custom colors available*
Anodized: Clear, Dark Bronze 
Accessories:  Suspended carrier, flush or recessed filler strips
 A complete line of trims available
 
Carrier
Metal: aluminum
Gauge: .040
Length: Standard 12’
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

Filler Strips
Metal: aluminum
Gauge: .019 
Colors: Black, Bone White

Wind-Lok® Soffit Panel

Vented Wind-Lok Soffit Panels allow air circulation, reducing 
condensation. They are installed by the field-proven “hook, pull 
and fasten” system, which allows for quick and easy installation 
with concealed fasteners. Panels may be solid or vented. Typical 
applications for Wind-Lok are wide overhangs and ceilings on 
porches, breezeways, carports and patios. 

SKU:  MPS120, MPV120 
Material: .019, .024, .032 aluminum 
Panel Width: 12”
Panel Length:  Standard length is 12’-0”, special lengths are available with a 

8’-0” minimum, maximum 25’-0”
Panel Depth: 3/8” 
Texture: Embossed, Smooth, Vented
Finish: Kynar 500® PVDF or Hylar 5000® PVDF
Colors: Choice of over 30 stock colors in .032 aluminum;  .019   
 aluminum in Black and Bone White only; .024 aluminum in
 Bone White only
 Custom colors available*
Anodized:  Clear, Dark Bronze (MPS120 only)
*Subject to minimum quantities and extended lead time. Inquire for material and panel width availability. 

CEILINGS AND SOFFITS

ADDITIONAL SOFFIT OPTIONS:
FLUSH

DESIGN WALL, DSF

DESIGN WALL, DWF

OPALINE, OPF

REVEAL

DESIGN WALL, DSH

DESIGN WALL, DWH

OPALINE, OPW

RIBBED

METAFOR, MFP

OPALINE, OPN

OPALINE, OPM

MPS120

MPV120

Isoleren Fire Rated
ATAS fire rated wall panels combine aesthetics, flexibility and 
performance into a mineral wool core insulated panel that can 
achieve fire resistance ratings of one, two or three hours.

SKU:  IMF474, IMF475, IMF476, IMF478, IMF471, IMF472,   
 IVF474, IVF475, IVF476, IVF478, IVF471, IVF472, 
 ISF474, ISF475, ISF476, ISF478, ISF471, ISF472
Exterior Profile:  Isoleren MF, VF, SF
Interior Profile:  Isoleren ML 
Exterior Gauge: 26 (0.020”), 24 (0.023”) 
Interior Gauge:  26 (0.020”)
Substrate: Galvalume®, G90 Galvanized (Grade 33) and   
 Stainless Steel (Type 304)
Exterior Finish:  1.0 mil thick KYNAR 500®
Interior Finish: Siliconized Polyester (USDA white), Plastisol   
 available 
Coverage Width (B):  47.375-inch
Thickness (A):  4, 5, 6, 8, 10, and 12-inch
Exterior Texture:  Embossed
Interior Texture:  Embossed
Core: ROXUL® ConRock L structural mineral wool
K Factor:  0.277 Btu-in/hr-ft²/F° @ 40° F mean    
 temperature (R-3.61)
Splines: Fiber-reinforced cement board (1/2” x 2-3/4” x   
 8’ long)
Available Lengths:  Minimum 8’-0” to maxium 30’-0”; over 30’-0”,   
 please inquire 

PANEL CROSS-SECTION
PANEL SIDELAP

Insulated Metal Panels

Isoleren WL
Isoleren WL is a striated profile that appears relatively flat, yet 
provides texture to enhance the functionality and aesthetics of this 
multi-use wall panel.  

SKU:  IWL422, IWL421, IWL423, IWL362, IWL361,   
 IWL363, IWL364, IWL302, IWL301, IWL303,   
 IWL304
Exterior Profile:  Isoleren WL
Exterior Gauge: 24, 22
Coverage Width (B):  42, 36, and 30-inch
Thickness (A):  2, 2.5, 3, and 4-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 40’-0” 

PANEL CROSS-SECTION

Isoleren VL
Isoleren VL provides a clean and unique profile with a pencil rib or 
micro-bead profile on a flat smooth surface.  

SKU:  IVL422, IVL421, IVL423, IVL424, IVL425, IVL426,   
 IVL362, IVL361, IVL363, IVL364, IVL365, IVL366
Exterior Profile:  Isoleren vL
Exterior Gauge: 26, 24, 22 
Coverage Width (B):  42 and 36-inch
Thickness (A):  2, 2.5, 3, 4, 5, and 6-inch
Exterior Texture:  Embossed or Smooth
Standard Lengths: 8’-0” to 53’-0” 

PANEL CROSS-SECTION
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ATA-FrameTM

ATA-Frame can be applied to almost any building and/or roof. The easy 
installation can be accomplished with a minimal disruption for the 
tenants. The relatively light weight of ATA-Frame and the metal roof 
panel add a minimum of dead load to the structure, possibly eliminating 
removal of the old roof. ATAS offers an extensive line of architectural and 
structural panel systems that can be applied to the ATA-Frame. This will 
allow ATAS to be the single source supplier for your project. ATA-Frame 
gives freedom of design for equipment screens, wind screens, reroofing 
and penthouse enclosures. Field assembly required.

Structural ATA-TrussTM

Our structural U’s are roll formed from metallic coated steel or 
lightweight, heavy-duty aluminum.  Although strong, these sturdy 
U’s add a minimum of weight to the roof, mansard or fascia structure.  
The hat sections are used for the main frames and the installation 
rails.  The U channels are used for crossbars and connectors between 
the hats.  Installed with self-tapping screws, the applications are 
endless.  The structural U and hat sections or subgirt can be used 
effectively for framing and equipment screens.  The design of actual 
framing should be reviewed and certified by a local engineer.

SKU:        SUC120, SUH120, SUS120
Material:  .050 aluminum (Not SUH240) 
 18 and 24 ga. metallic coated steel
Shapes:  Structural U’s and Hat Sections & Subgirts 
Lengths: Standard lengths 12’ and 24’ (Only SUH240)
Use:  Framing of mansard, fascia, soffit edge, and 

equipment screens

Elite Trims

ARCHITECTURAL ACCENTS  |  LIGHT GAUGE FRAMING

ATAS Elite Trims consist of numerous profiles for both standard and 
custom panel installations, and includes mitered corners to allow for 
seamless visual enhancement (above), hairline corners, which gives 
the appearance of a mitered corner using trim pieces with minimal 
trim exposure, and PVDF post painted accessories to match coil 
coated panels.

EXTRUDED ELITE TRIMS

NON-EXTRUDED ELITE TRIMS

Endwall Channel                         Reveal Extrusion                            Base Extrusion

Sill Extrusion                           Head Extrusion            Jamb Extrusion            Flush Extrusion     

Snap J Channel

Mitered Corner                   Hairline Corner

Rainware

Custom Box Gutter & Downspout
.032, .040, .050 aluminum

12’, 20’, 40’ length

7" Box Gutter
.040 aluminum 

20’ length

K Gutter
5" & 6"

.032 aluminum
 20’ length

Corrugated and Box Downspout
 3" x 4" x 10'

.032 aluminum

5”, 6”, 7” Half Round Gutter
.032, .040 aluminum

10’ length

3”, 4”, 5” Round Downspout
.032 aluminum

Architectural metal Column Covers offer design options to create a 
uniform appearance or cover an unsightly support. Columns over 12’-0” 
in height require stacked units with horizontal hairline joints. Covers are 
manufactured in a smooth surface. Three design options are available 
for the vertical jointures: a vertical hairline joint, vertical reveal jointure, 
vertical reveal jointure with batten type flush insert. Capital and bases can 
be provided.

ATAS Rainware provides functional, attractive detail to roofs. 
Items available: two (2) K gutter profiles for residential and commercial 
applications, a box gutter profile for commercial applications, as well 
as custom box style gutters and custom downspouts. Factors that need 
to be taken into account when choosing the size and style of rainware 
systems for your project: size of roof, amount of rainfall, water flow and 
drainage. ATAS manufacturers 40’-0” box gutters ideal for single-ply 
roof systems, which will minimize gutter splices/joints and will reduce 
field labor. Internal gutter spacers can be pre-installed and heavy gauge 
internal brackets are available.

Column Covers

ROUND SQUARE

Square Column Reveal
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ATA-FrameTM

ATA-Frame can be applied to almost any building and/or roof. The easy 
installation can be accomplished with a minimal disruption for the 
tenants. The relatively light weight of ATA-Frame and the metal roof 
panel add a minimum of dead load to the structure, possibly eliminating 
removal of the old roof. ATAS offers an extensive line of architectural and 
structural panel systems that can be applied to the ATA-Frame. This will 
allow ATAS to be the single source supplier for your project. ATA-Frame 
gives freedom of design for equipment screens, wind screens, reroofing 
and penthouse enclosures. Field assembly required.

Structural ATA-TrussTM

Our structural U’s are roll formed from metallic coated steel or 
lightweight, heavy-duty aluminum.  Although strong, these sturdy 
U’s add a minimum of weight to the roof, mansard or fascia structure.  
The hat sections are used for the main frames and the installation 
rails.  The U channels are used for crossbars and connectors between 
the hats.  Installed with self-tapping screws, the applications are 
endless.  The structural U and hat sections or subgirt can be used 
effectively for framing and equipment screens.  The design of actual 
framing should be reviewed and certified by a local engineer.

SKU:        SUC120, SUH120, SUS120
Material:  .050 aluminum (Not SUH240) 
 18 and 24 ga. metallic coated steel
Shapes:  Structural U’s and Hat Sections & Subgirts 
Lengths: Standard lengths 12’ and 24’ (Only SUH240)
Use:  Framing of mansard, fascia, soffit edge, and 

equipment screens

Elite Trims

ARCHITECTURAL ACCENTS  |  LIGHT GAUGE FRAMING

ATAS Elite Trims consist of numerous profiles for both standard and 
custom panel installations, and includes mitered corners to allow for 
seamless visual enhancement (above), hairline corners, which gives 
the appearance of a mitered corner using trim pieces with minimal 
trim exposure, and PVDF post painted accessories to match coil 
coated panels.

EXTRUDED ELITE TRIMS

NON-EXTRUDED ELITE TRIMS

Endwall Channel                         Reveal Extrusion                            Base Extrusion

Sill Extrusion                           Head Extrusion            Jamb Extrusion            Flush Extrusion     

Snap J Channel

Mitered Corner                   Hairline Corner

Rainware

Custom Box Gutter & Downspout
.032, .040, .050 aluminum

12’, 20’, 40’ length

7" Box Gutter
.040 aluminum 

20’ length

K Gutter
5" & 6"

.032 aluminum
 20’ length

Corrugated and Box Downspout
 3" x 4" x 10'

.032 aluminum

5”, 6”, 7” Half Round Gutter
.032, .040 aluminum

10’ length

3”, 4”, 5” Round Downspout
.032 aluminum

Architectural metal Column Covers offer design options to create a 
uniform appearance or cover an unsightly support. Columns over 12’-0” 
in height require stacked units with horizontal hairline joints. Covers are 
manufactured in a smooth surface. Three design options are available 
for the vertical jointures: a vertical hairline joint, vertical reveal jointure, 
vertical reveal jointure with batten type flush insert. Capital and bases can 
be provided.

ATAS Rainware provides functional, attractive detail to roofs. 
Items available: two (2) K gutter profiles for residential and commercial 
applications, a box gutter profile for commercial applications, as well 
as custom box style gutters and custom downspouts. Factors that need 
to be taken into account when choosing the size and style of rainware 
systems for your project: size of roof, amount of rainfall, water flow and 
drainage. ATAS manufacturers 40’-0” box gutters ideal for single-ply 
roof systems, which will minimize gutter splices/joints and will reduce 
field labor. Internal gutter spacers can be pre-installed and heavy gauge 
internal brackets are available.

Column Covers

SQUARE

Square Column Reveal
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Perimeter Edge Systems

Fascia
Fascia systems are used to terminate the roof membrane at perimeter 
edges without a parapet wall.  Perimeter edge metal is the most 
vulnerable part of a roof system; therefore, more than simply being an 
aesthetic trim, it must first remain intact and keep the roof membrane 
secure in high winds.  ATAS fascia systems have been tested per ANSI/
SPRI ES-1 tests RE-1 and RE-2 to assure they meet code and will remain 
secure.  ATAS has quality, high performing, fascia systems for all types of 
roof membranes and edge applications.

Coping
Coping systems are used to terminate the roof membrane, and flash 
the top of walls, at the perimeter of buildings with a parapet wall.  
Coping at the perimeter edge is subjected to high loads due to wind 
forces; therefore, it must remain secure in addition to being attractive 
and watertight.  ATAS coping systems have been tested per ANSI/SPRI 
ES-1 test RE-3 to assure they meet code and will remain secure.  ATAS 
has a quality, high performing, coping system to meet almost any 
wind load requirement.

Water Control
A roof’s primary function is to keep water out of the building, and 
that water needs to be controlled to drain it off the roof.  Whether 
it is a gutter or scuppers and collector boxes used as the primary 
method of draining the roof, or over-flow scuppers for secondary 
drainage, ATAS has a water control system for all perimeter drainage 
applications.  ATAS downspouts and elbows are sized to handle the 
water flow to effectively control and drain water off the roof. 

Supplemental Edge Systems
For those projects where architectural features, pre-existing 
conditions, and unique roof systems require more than just a coping, 
fascia or gutter, ATAS can provide supplemental edge systems.  The 
products shown here address some of the most common conditions; 
however, ATAS can provide solutions and custom products to meet 
most conditions.  Contact us for any perimeter edge need you may 
have.

Edge-Lok 2 Fascia
A two-piece fascia system designed for EPDM, 
PVC and other flexible single-ply membrane 
roof systems.  |  Installation Video Available 
Online

Edge-Lok 3 Fascia
A three-piece fascia system designed for 
modified and BUR roof systems, but is also 
suited for heavy or stiff single-ply membrane 
systems.

Rapid-Lok Fascia
ATAS’ best fascia system designed to quickly 
install on all single-ply membrane roof 
systems without the need for strip-in plies or 
heat welding. 

Rapid-Lok Extruded Fascia
Provides all the versatility, performance, and 
installation ease of Rapid-Lok with the added 
benefit of a continuous extruded aluminum 
retainer.

Continuous Cleat Coping
Includes a continuous 22 ga front cleat that 
is pre-punched with slotted fastener holes, 
has a cant to build in slope, and a roof 
flange for easy installation.

Rapid-Lok Coping
An easy to install snap-on system with no 
exposed fasteners.  |  Installation Video 
Available Online

Rapid-Lok Ultra Coping
Is designed for the highest wind 
performance and longevity. 

Includes a continuous 22 ga steel cleat with roof flange for easier installation and proper location, 
and is pre-punched with slotted fastener holes.

Drip Edge Fascia                                                         Gravel Stop Fascia

ATAS’ Flow-thru Gravel Stop and Drain Bar provide a method to terminate the roof, and allow water to 
flow over the edge, while retaining gravel or stone ballast on the roof.

Flow-Through Gravel Stop                                   Drain Bar

Scuppers & Collector Boxes
ATAS’ Scuppers and Collector Boxes are made 
to order in either standard or custom design to 
meet your project’s needs.

Downspout
ATAS’ downspouts are offered in several sizes 
to meet your water control needs, and are 
available in a wide variety of materials, gauges 
and colors to enhance the appearance of your 
project.

Commercial Gutter
ATAS’ Commercial Gutters are fabricated in 
several styles and sized to meet your project’s 
needs.  

Fascia Extender
Fascia Extenders provide for additional 
coverage or a more bold appearance, when 
they are installed under and below the face of 
a fascia or coping.

Perimeter Edge Systems

PERIMETER EDGE SYSTEMS  PERIMETER EDGE SYSTEMS
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Perimeter Edge Systems

Fascia
Fascia systems are used to terminate the roof membrane at perimeter 
edges without a parapet wall.  Perimeter edge metal is the most 
vulnerable part of a roof system; therefore, more than simply being an 
aesthetic trim, it must first remain intact and keep the roof membrane 
secure in high winds.  ATAS fascia systems have been tested per ANSI/
SPRI ES-1 tests RE-1 and RE-2 to assure they meet code and will remain 
secure.  ATAS has quality, high performing, fascia systems for all types of 
roof membranes and edge applications.

Coping
Coping systems are used to terminate the roof membrane, and flash 
the top of walls, at the perimeter of buildings with a parapet wall.  
Coping at the perimeter edge is subjected to high loads due to wind 
forces; therefore, it must remain secure in addition to being attractive 
and watertight.  ATAS coping systems have been tested per ANSI/SPRI 
ES-1 test RE-3 to assure they meet code and will remain secure.  ATAS 
has a quality, high performing, coping system to meet almost any 
wind load requirement.

Water Control
A roof’s primary function is to keep water out of the building, and 
that water needs to be controlled to drain it off the roof.  Whether 
it is a gutter or scuppers and collector boxes used as the primary 
method of draining the roof, or over-flow scuppers for secondary 
drainage, ATAS has a water control system for all perimeter drainage 
applications.  ATAS downspouts and elbows are sized to handle the 
water flow to effectively control and drain water off the roof. 

Supplemental Edge Systems
For those projects where architectural features, pre-existing 
conditions, and unique roof systems require more than just a coping, 
fascia or gutter, ATAS can provide supplemental edge systems.  The 
products shown here address some of the most common conditions; 
however, ATAS can provide solutions and custom products to meet 
most conditions.  Contact us for any perimeter edge need you may 
have.

Edge-Lok 3 Fascia
A three-piece fascia system designed for 
modified and BUR roof systems, but is also 
suited for heavy or stiff single-ply membrane 
systems.

Rapid-Lok Extruded Fascia
Provides all the versatility, performance, and 
installation ease of Rapid-Lok with the added 
benefit of a continuous extruded aluminum 
retainer.

Continuous Cleat Coping
Includes a continuous 22 ga front cleat that 
is pre-punched with slotted fastener holes, 
has a cant to build in slope, and a roof 
flange for easy installation.

Rapid-Lok Coping
An easy to install snap-on system with no 
exposed fasteners.  |  Installation Video 
Available Online

Rapid-Lok Ultra Coping
Is designed for the highest wind 
performance and longevity. 

Includes a continuous 22 ga steel cleat with roof flange for easier installation and proper location, 
and is pre-punched with slotted fastener holes.

Drip Edge Fascia                                                         Gravel Stop Fascia

ATAS’ Flow-thru Gravel Stop and Drain Bar provide a method to terminate the roof, and allow water to 
flow over the edge, while retaining gravel or stone ballast on the roof.

Flow-Through Gravel Stop                                   Drain Bar

Scuppers & Collector Boxes
ATAS’ Scuppers and Collector Boxes are made 
to order in either standard or custom design to 
meet your project’s needs.

Downspout
ATAS’ downspouts are offered in several sizes 
to meet your water control needs, and are 
available in a wide variety of materials, gauges 
and colors to enhance the appearance of your 
project.

Commercial Gutter
ATAS’ Commercial Gutters are fabricated in 
several styles and sized to meet your project’s 
needs.  

Ledge Cap
Ledge Caps cover the top of brick ledges or 
other projections, and can be flashed to the 
wall or under the face of a coping or fascia 
above.   

Fascia Extender
Fascia Extenders provide for additional 
coverage or a more bold appearance, when 
they are installed under and below the face of 
a fascia or coping.

Counter Flashing
ATAS offers two styles of Counter Flashing; 
a 2-piece system with receiver and snap-in 
skirt that can be removed for re-roofing 
or maintenance, or an economical 1-piece 
system.

Perimeter Edge Systems

PERIMETER EDGE SYSTEMS  PERIMETER EDGE SYSTEMS
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ATAS International, Inc., offers sustainable building envelope technology products that are coated with cool 
pigment paint that reflects infrared radiation, allowing the color to appear the same while keeping the material 
cooler. This helps in reducing the urban heat island effect. ATAS products contribute to LEED® credits, may be rated 
by the CRRC® and/or may be ENERGY STAR® qualified. Please visit www.atas.com for more information. 

The Kynar 500® PVDF or Hylar 5000® PVDF finish carries a limited warranty against fading and chalking.  ATAS 
coated materials are non-staining and virtually maintenance free. Any surface residue is easily removed with 
conventional cleaning solutions or detergents. Minor scratches may be touched up with an air dry touch-up coating      

                                                of the same color, available from ATAS. Visit www.atas.com for specialty trend colors.
Kynar 500® PVDF is a registered trademark of Arkema.  Hylar 5000® PVDF is a registered trademark of Solvay Solexis, Inc.  Advanta Shingle®, CastleTop®, Dutch Seam®, InSpire® and Wind-Lok® 
are registered trademarks of ATAS International, Inc.  Colors are as close to the actual colors as modern printing allows.  Exact color chips on request; this is a requirement for all premium colors.  
If you have requirements or preference for colors or finishes other than shown, contact ATAS.  Color availability varies by material, gauge and profile.  ATAS is not responsible for colors selected 
from this chart.  ATAS reserves the right to modify, eliminate and/or change its products without prior notification.  ENERGY STAR® is only valid for projects located within the United States. 
Contact ATAS for more information.  

Your Single Source for Metal Roofing, Wall Panels, Ceilings and Accessories

Color Chart

Hartford Green (27)       

Forest Green (11)          

Hemlock Green (30)     

Patina Green (12)         

Teal (19)                          

Slate Grey (20)               

Classic Bronze (01)         

Chocolate Brown (04) 

Medium Bronze (03)   Concord Cream (05)     

Black (02)            Sierra Tan (09)               Sandstone (06)             Ascot White (10)          

Boysenberry (25)          

Redwood (07)                

Mission Red (08)           

Rawhide (15)                 Regal Blue (18)             

Rocky Grey (16)              

Slate Blue (21)                

Siam Blue (14)               

Bone White (26)          

Dove Grey (13)               

Charcoal Grey (62)         

Antique Patina (24)     Coppertone (23)           Silversmith (28)            Champagne (31)          Brite Red (17)              Titanium (35)                

For current SRI values and agency listings, or to order color chips, please refer to our online color chart: www.atas.com/colors

Stacked Stone (85)

Cherry (81)

Oak (82)

Medium Teak (84)

Dark Teak (83)

Copper Brown (42)

Sulfur Brown (48)

Sulfate Natural (45)

Oxide Tan (43)

Carbon Red (44) Weathered Bronze (46)

Tarnished Red (47)

Oxide Series
Inquire for material availability 

Almond (36)        

Natural Metals
Inquire for material availability

Clear Anodized (70)         Dark Bronze Anodized (71) Acrylic Coated Galvalume ® (97) 

Classic Stainless Steel (40)

PIGMENTO Brown Zinc (89)

Copper (49) Terne Coated Stainless Steel (41)

QUARTZ-ZINC (91) ANTHRA-ZINC (92)

PIGMENTO Blue Zinc (94) PIGMENTO Red Zinc (95) PIGMENTO Green Zinc (96)

Laminates
Inquire for material availability

STOCK COLORS (PVDF FINISH)

PREMIUM (PVDF FINISH)


